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Abstract: This use case describes the periodic media streaming upload which is supplied in the industry application.
---------- Use Case template ----------
5.x
Periodic media streaming upload
5.x.1
Description

In industrial plants, CCTV equipment is used to observe parts of a process from a central control room, for example when the environment is not suitable for humans. In some case, for example in the oil field, the plant is far away from the central control room, the video data is stored  in the local data center owned by the operator and is periodically upload to the central data center owned by the user. 
5.x.2
Pre-conditions

1. The CCTV equipments are deployed in the plant where is far away from the central control room.

2. The operator deploys the local data center (e.g. MEC system) near the plant.
3. The user subscribes the local data center and the traffic package from operator. 
5.x.3
Service Flows

1. The CCTV equipments monitor the environment of the plant, and delivery the monitoring video to the local data center owned by the operator.

2. The administrator in the central control room can login the local data center  and observe the environment of the plant. 
3. The video streaming is periodically uploaded to the central data center according to the subscription and policy of the 3rd party (e.g. during the off peak time).

5.x.4
Post-conditions

The network can setup session to upload the streaming data  stored in the local data center deployed by the operator  to the central data center  of the 3rd  party periodically according the subscription of the user. 
5.x.5
Potential Impacts or Interactions with Existing Services/Features
5.x.6
[Potential] Requirements

The 3GPP system shall be able to locally store streaming data .
The 3rd party shall be able to configure the time of periodic upload according to the subscription and policy of the 3rd party .
The 3GPP system shall be able to collect the charging information for the streaming service.
