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Abstract: For achieving better user experience for streaming service, local steaming service will be deployed. But the user does not always stay in one place. When he leaves the local streaming service area, the 3GPP system should be able to adaptively change video server and the route to continue supply streaming service, vice versa.
---------- Use Case template ----------
5.x
Flexible route for streaming delivery 
5.x.1
Description

For achieving better user experience for streaming service, local streaming service has been deployed. But the user does not always stay in one place. When he leaves the local streaming service area, the 3GPP system should be able to adaptively change video server and the route to continue supply streaming service, vice versa.
On the other hand, in some condition, multiple steaming servers and routes can be supplied to user. 3GPP network should be able to select one of them according to operator’s policy.

The use case describes one example of it.
5.x.2
Pre-conditions

Bob subscribed streaming service from operator A.
Operator A deploys service hosting environment (SHE) in metro and some applications run in the SHE.

5.x.3
Service Flows

Bob is in the metro to office.  
Bob wants to watch video “news today” on line through his smart phone. 

According to operator’s policy, the 3GPP system selects the metro local server and routes Bob’s smart phone to the metro local server to watch video.

Bob takes off the metro and get on shuttle toward his office. The 3GPP network identifies that Bob has left metro and the local server can’t be connected.

The 3GPP system changes the video route to the general video server. 
5.x.4
Post-conditions

Bob can continue watching the video in the shuttle without aware of the change of the route.
5.x.5
Potential Impacts or Interactions with Existing Services/Features
5.x.6
[Potential] Requirements

According to operator’s policy, the 3GPP system shall be able to automatically change streaming service route, e.g.  from local route to more general route, vice versa.

According to operator’s policy, the 3GPP system shall be able to configure which context information is related with streaming route.
The 3GPP system shall be able to collect context information related to update streaming route according to operator’s policy. 
