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********************************************************************************************
Start of 1st change

********************************************************************************************
9.3
Role management and presence

9.3.1
Introduction

In this chapter the use cases related to Role management and presence are defined: 

-
Registration to a functional identity

-
Deregistration of a functional identity

-
FRMCS-user changing functional identity 

-
User log-in to the system

-
User log-out from the system

-
Presentation of identities

-
Interrogation of identities within a certain context
-
Service interworking and service continuation with GSM-R
Examples of Role management, like functional Roles, functional identities, FRMCS Equipment Identities, etc. in the railway environment are covered by annex A.

Note: The FRMCS Equipment further referred to in this section consists of a 3GPP UE on which the FRMCS Application resides.

********************************************************************************************
End of 1st change

********************************************************************************************

********************************************************************************************
Start of 2nd change

********************************************************************************************
9.3.9
Use case: Service interworking and service continuation with GSM-R
9.3.9.1
Description

For migration purposes the service interworking and service continuation between the GSM-R system and FRMCS system for role management needs to be defined.

Depending on the migration scenario a controller can be attached to the FRMCS system, to the GSM-R system or both. The mobile FRMCS user can be attached either in the GSM-R system or in the FRMCS system.

This use case only applies to end user devices supporting both FRMCS and GSM-R systems. 

9.3.9.2
Pre-conditions

None.
9.3.9.3
Service flows

Mobile FRMCS user attached to GSM-R

When the mobile FRMCS user is attached to the GSM-R system the EIRENE numbering plan of GSM-R is only used. Only numeric identities can be used.
Mobile FRMCS user attached to FRMCS

When the mobile FRMCS user is attached to the FRMCS system the numbering plan of FRMCS is used. Numeric and alphanumeric identities can be used.
Mobile FRMCS user moving from GSM-R to FRMCS

When the FRMCS user equipment of the mobile FRMCS user changes from the GSM-R system to the FRMCS system, the FRMCS system shall provide service continuation of role management, e.g. the identities will be kept.
Mobile FRMCS user moving from FRMCS to GSM-R

When the FRMCS user equipment of the mobile FRMCS user changes from the FRMCS system to the GSM-R system, the GSM-R system shall provide service continuation of role management, e.g. the identities will be kept. Alpha numeric identities used in FRMCS shall be translated to numeric identities to align to the GSM-R numbering plan (EIRENE).

Numbering plan support

The FRMCS system supports the GSM-R numbering plan (EIRENE) as a minimum. In addition the FRMCS system supports other numbering plans, e.g. different call type, different numbering lengths, different function codes. The FRMCS system also supports alpha numeric numbering plans.
9.3.9.4
Post-conditions

None.

9.3.9.5
Potential requirements and gap analysis

	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[R-9.3.9-001]
	When the mobile FRMCS user is attached to the GSM-R system the identities of GSM-R shall only be used towards GSM-R (EIRENE). 
	A
	Not covered
	

	[R-9.3.9-002]
	When the FRMCS user equipment of the mobile FRMCS user changes from the GSM-R system to the FRMCS system, the FRMCS system shall provide service continuation of role management.
	A
	Not covered
	

	[R-9.3.9-003]
	When the FRMCS user equipment of the mobile FRMCS user changes from the FRMCS system to the GSM-R system Identities used in FRMCS shall be translated to GSM-R identities to align to the EIRENE numbering plan.
	A
	Not covered
	

	[R-9.3.9-004]
	The FRMCS system shall support the GSM-R identities (EIRENE.
	A
	Not covered
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End of 2nd change
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