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	Reason for change:
	Besides the automatic mode of handling overrides that were included in Rel-15 Multi talker control also requires an entitled user to select which of the overriding requests are allowed to talk and which are to be rejected.

	
	

	Summary of change:
	In the case of overrides, the MCPTT Service shall enable an authorized user to choose from the list of simultaneous talkers and pending requests the transmissions that are allowed to continue or proceed up to N9 transmissions

	
	

	Consequences if not approved:
	New railway related feature missing from MCX Service 
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	Other comments:
	


6.2.3.7.4
Override

6.2.3.7.4.1
General aspects

[R-6.2.3.7.4.1-001] If the number of MCPTT Users requesting the permission to talk exceeds the maximum number of simultaneous talkers in a MCPTT Group configured for multi-talker control, the MCPTT Service shall apply the override mechanism.
[R-6.2.3.7.4.1-002] The MCPTT Service shall enable MCPTT Administrators to create a priority hierarchy for determining what Participants, Participant types, and urgent transmission types shall be granted a request to override an active MCPTT transmission on a group configured for multi-talker control.
  [R-6.2.3.7.4.1-003] The priority hierarchy used for granting a request to override an active MCPTT transmission on a group configured for multi-talker control shall contain at least four (4) levels.
[R-6.2.3.7.4.1-004] The transmitting Participant on a group configured for multi-talker control shall be determined by the relative priorities of the Participants and Call type based on priority (e.g MCPTT Emergency). 

[R-6.2.3.7.4.1-005] Transmission requests of Participants with insufficient relative priority shall be rejected.

[R-6.2.3.7.4.1-006] The MCPTT Service shall provide a mechanism for Participants, to override an active MCPTT transmission of a transmitting Participant when the priority level of the overriding Participant or Call type based on priority (e.g MCPTT Emergency) are ranked higher than the priority level of the transmitting Participant or Call type based on priority for a group configured for multi-talker control.

[R-6.2.3.7.4.1-007] If an authorized Participant overrides an MCPTT transmission, the MCPTT Service shall provide a means of notifying the overridden Participant(s) that the transmission has been overridden for a group configured for multi-talker control.

[R-6.2.3.7.4.1-008] The MCPTT Service shall revoke the transmit permission of the overridden transmitting Participant on a group configured for multi-talker control.

[R-6.2.3.7.4.1-009] In the case of overrides, the MCPTT Service shall enable an authorized user to choose from the list of simultaneous talkers and pending requests the transmissions that are allowed to continue or proceed up to N9 transmissions (i.e. some talkers may have their permission to transmit terminated while others waiting to speak are given permission to transmit).
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