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Abstract: Provide means for the MNO to ensure management of private communication within its 3GPP network 
x.y 
Use case on service management
x.y.1
Overall Description

3GPP MNO enables private communications, i.e., enable a restricted set of UEs to communicate amongst each other via 3GPP network in order to support enterprise, residential homes and industry equipment communications.
x.y.2
Description

Bob is the head of a company who has to face enterprise network building and maintenance expenditure. Bob needs private communications between its employees’ office equipments (computers, printers…) and with employees’ mobile equipments (laptops, smartphones…). 

Bob does not want to configure a LAN and prefers to offload the private communication management with work of configuration, maintenance and control that communication is only allowed amongst the UEs of his enterprise, to 3GPP MNO. 
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Figure x.y-1: Private communications in an Enterprise
x.y.2
Preconditions

Several UEs (mobile smartphones, computers or mobile laptops, printers…) are available to a company. These UEs may be in any of multiple office buildings of  that company or may be brought outside the office buildings by company employees.

x.y.3
Service flows

Bob requests to the MNO to provide private communication service for some of its company’s equipments. Bob gives a unique identification of these equipments (A, B, C) (e.g., IMSI) to the 3GPP MNO.  

The MNO defines the group members for this enterprise 3GPP LAN as A, B and C.
x.y.4
Post-conditions

The 3GPP private communications between A, B and C is enabled. Equipment A, B and C can communicate amongst each other (e.g., file sharing, neighbour discovery, LAN game). 

UEs out of this private group cannot interfere with the communication between A, B and C.
x.1.5
Potential Impacts or Interactions with Existing Services/Features
None identified.
x.y.6
[Potential] Requirements

The 5G network shall enable the 3GPP network operator to define set of UEs allowed to communicate together in a secured way. 
The 5G system shall ensure the 3GPP communication between UEs of a defined set of UEs with no impact with communications of other UEs not belonging to this set. 
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