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********************************************************************************************
Start of 1st change

********************************************************************************************
6.x
Remote control of engines communication related use cases
6.x.1
Introduction

In this chapter the use cases related to remote control of engines communication are described, the following use cases are identified

· Initiation of a remote control of engines communication

· Termination of a remote control of engines communication

6.x.2
Use case: Initiation/termination of a remote control of engines communication
6.x.2.1
Description

Remote control requires secure data communication between the FRMCS Equipment as part of on-board control system and the FRMCS User as part of a remote control device, either via Off-network or On-network communication. 

6.x.2.2
Pre-conditions

The FRMCS User are authorised to initiate engine remote control communication. 

6.x.2.3
Service flows

The FRMCS User at the ground initiates the engine remote control communication to the FRMCS Equipment in the locomotive.

The communication requests the QoS which matches to the application category as defined by the operator within the FRMCS System.

The FRMCS User at the ground terminates the engine remote control communication to the FRMCS Equipment in the locomotive.

6.x.2.4
Post-conditions

Remote control communication for the engine is established.
6.x.2.5
Potential requirements and gap analysis

	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[R-6.x.2-001]
	Upon a request received from an authorised FRMCS User, the FRMCS System shall establish or terminate communication for remote control of engines communication.
	A
	
	[Need analysis]

	[R-6.x.2-002]
	The FRMCS System shall support engine remote control communication in both On-network and off-network communication mode.
	A
	
	[Need analysis]
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