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5.3.x
Private Public Interaction
5.3.x.1
Description

An enterprise deploys a 5G private network within its factory complex.  The network supports the robotic controls for the manufacturing equipment, communications between the equipment and the UEs of the responsible employees, communications between employee UEs. The manufacturing equipment is limited to receiving service only on the private network. The employee UEs are capable of being used both on the private network, for communicating with other devices on that network, and on the PLMN, for communicating to other UEs outside of the private network. UEs that do not belong to the factory are not allowed to access the private network, to avoid any use of private network resources by non-authorized UEs.
Since the private network is isolated from the PLMN, the enterprise provides its own device identities and its own authentication mechanism and credentials for access to the private network. This applies for both the manufacturing equipment and employee UEs that are used on the network. Note that this capability is supported by requirements in TR 22.261 clause 8.5 [3].

Since some UEs also need to be able to communicate over the PLMN as well as within the private network, the enterprise provides employees with a selection of UEs and service providers/MNOs for their PLMN usage subscription. The UEs will access the private network using the enterprise provided subscription and will access the PLMN using the MNO provided subscription. These UEs need to be able to support simultaneous service on both the private network and PLMN, as in the case where the employee is receiving communication from a piece of manufacturing equipment regarding a processing problem and simultaneously consulting with a remote colleague for the appropriate corrective action. 

The system needs to support service continuity for UEs that cross between the PLMN and the private network while actively engaged in a communication.  For example, an employee may call a colleague while driving to work. When the employee reaches work and enters the building, the UE is handed over to the private network at which time the communication continues with no disruption in service.
5.3.x.2
Pre-conditions
The factory equipment is only able to access the private network.

The employee UEs may access both the private network and the PLMN.  The PLMN subscriptions may vary for the individual UEs based on local network operators.

The employee UEs may simultaneously be active on both the private network and the PLMN.

The employee UEs may handover between the private network and PLMN when entering or leaving the factory complex.
Non-authorized UEs are not allowed access to the private network.
5.3.x.3
Service Flows
A piece of factory equipment detects an error condition and reports the problem to the human supervisor. This communication may be in a variety of data formats, from a short text message to streaming video.

The supervisor needs to consult a colleague to address the issue. The colleague is on the way to the factory, but currently outside the range of the private network, so is currently receiving service from the PLMN.  If dual coverage is available by both the private network and PLMN, the supervisor can select which to use for the external call.

As the two colleagues are talking, the remote colleague reaches the factory and the UE is handed over to receive service from the private network where better coverage is available.  
A person walking past the factory attempts to make a call using their personal UE. The UE is only able to access the PLMN. 
5.3.x.4
Post-conditions
There is no disruption of service when the supervisor uses the private network for communication with the factory equipment and the PLMN for communication with the remote colleague.

There is no disruption of service when the remote colleague reaches the factory and is switched from PLMN to private network service.

There is no use of private network resources by the non-authorized UE.
5.3.x.5
Potential Requirements 

	Reference Number
	Requirement text
	Application / Transport
	Comments

	Private Public 1.1
	The 5G system shall support a mechanism identify a private network.
	
	

	Private Public 1.2
	The 3GPP system shall support a mechanism to allow a UE to select a cell in a private network it is authorized to access.
	
	

	Private Public 1.3
	A UE shall be able to detect the availability of a private network supported by a cell before attempting to access the cell.
	
	

	Private Public 1.4
	The 3GPP system shall support a mechanism to prevent a UE from accessing a cell it is not authorized to select.
	
	

	Private Public 1.5
	A UE shall support multiple simultaneously active subscriptions.


	
	

	Private Public 1.6
	A UE shall support a mechanism to simultaneously receive service using multiple subscriptions and connections to multiple networks.
	
	

	Private Public 1.7
	The 5G system shall support a private network deployment which is operated independently from any PLMN.
	
	

	Private Public 1.8
	The 5G system shall support UEs that can simultaneously receive service on both a private network and PLMN.
	
	

	Private Public 1.9
	The 5G system shall support service continuity between a private network and the PLMN.
	
	

	Private Public 1.10
	A private network shall be able to provide service for UEs with subscriptions to different operators.
	
	

	Private Public 1.11
	A private network shall be able to operate in either licensed or unlicensed bands.
	
	


