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1. Overall Description:

SA6 is currently working on migration for Mission Critical (MC) systems based on requirements in 3GPP TS 22.280 subclause 6.17, whereby migration enables an MC service user from a primary MC system to obtain MC services from a partner MC system, which includes the MC service user using the partner MC system's HPLMN and SIP/IMS core provider i.e. from a personality perspective the MC user now looks like a home user of the partner MC system.  
SA6 is currently deciding on how an MC service user can register to and use a partner MC system's SIP core / IMS, which is required in order for the MC service user to be able to use the partner MC system with no adverse affects on service delay requirements. Any solution(s) must work in the following deployment scenarios (as per subclauses under 9.2.2.1 of 3GPP TS 23.280):

a) partner MC system operator owns and operates the SIP core / IMS; and

b) partner MC system's HPLMN operator owns and operates the SIP core / IMS.

This has raised a number of concerns in SA6 of which require the expertise of other groups.
2. Actions:

SA6 asks SA3 the following:

a) Is it allowed to access a SIP core / IMS via EPC using SIP identities and IMS-AKA credentials that do not reside on a UICC?
b) If the answer to a) is yes, do SA3 have any relevant work item so that SA6 can note a dependence on it in SA6's MCSMI Work Item (WI)?

c) Can a UE have multiple ISIMs active at the same time?
SA6 asks ETSI SCP the following:

a) Are ETSI SCP working on developing a platform that would allow a UICC application to be provisioned within memory of a ME and not on a UICC;

b) If the answer to a) is yes, when is such work scheduled to be finished so that SA6 can note a dependence on it in SA6's MCSMI WI?

SA6 asks CT6 the following:

I. Are there any mechanisms defined in 3GPP specifications, or currently in progress of being defined, that allow an ME to determine which ISIM to use for a specific application on an ME?
II. Are there mechanisms defined in 3GPP specifications, or currently in progress of being defined, that allow an operator (e.g. Operator A) to manage an application profile (e.g. an ISIMa) on a UICC that is owned by another operator (e.g. Operator B) who also have an application of the same type (e.g. an ISIMb)?

SA6 asks SA1 the following:

a) When an MC user is obtaining services from a Partner MC system, should the MC user also obtain 
1. home routed internet access; 

2. IMS services from the SIP/IMS core provider of the Partner MC system (e.g VoLTE) other than MC services;
3. IMS services from the SIP/IMS core provider of the Primary MC system (e.g VoLTE); and
4. Local Break Out services from the HPLMN of the Partner MC system if allowed by the Parter MC system HPLMN and HPLMN of the Primary MC system?
b) Is it expected that Migration will be a frequent occurring event or not for each anticipated vertical market that the MC system will provide service for?
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