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============================First changed section==============================

6.1
General administrative – groups and users

[R-6.1-001] The MCX Service shall provide a mechanism for an MCX Service Administrator to limit the total number (Nc6) of MCX Service Group Members of an MCX Service Group.

[R-6.1-002] The MCX Service shall provide a mechanism for an MCX Service Administrator to remove MCX Service Groups from the MCX Service system.

[R-6.1-003] The MCX Service shall provide a mechanism for an MCX Service Administrator to disable and re-enable MCX Service Groups.

[R-6.1-004] The MCX Service shall provide a mechanism to log MCX Service Administrators’ activities (e.g., cryptographic key updates, MCX Service User Profile changes, password changes, invalid access attempts).

[R-6.1-005] The MCX Service shall provide a mechanism for an MCX Service Administrator to define geographic areas that can be associated to dispatchers for the purpose of routing Location dependent communications and alerts, as part of handling MCX Service Private Communication requests and MCX Service Group Communications, when the receiving/alerted party is based on the MCX User’s current Location.

6.4.9
Administrative

[R-6.4.9-001] The MCX Service shall provide a mechanism for an MCX Service Administrator to configure the conditions under which MCX Service communications shall be terminated (e.g., last Participant leaving, second last Participant leaving, initiator leaving, last MCX User of a certain Role leaving).

[R-6.4.9-002] The MCX Service shall provide a mechanism for MCX Service Administrators to configure the maximum allowed time duration for MCX Service Group communications to remain active.

[R-6.4.9-003] The MCX Service shall provide a mechanism for an MCX Service Administrator to determine how many MCX Users shall remain participating for MCX Service Group Communications to remain active.

[R-6.4.9-004] The MCX Service shall provide a mechanism for an MCX Service Administrator to configure MCX Service Groups to be receive-only for specified MCX Service Group Members.

[R-6.4.9-005] The MCX Service shall provide a mechanism for an MCX Service Administrator to set the preferred codecs for an MCX Service Group.

[R-6.4.9-006] The MCX Service shall provide a mechanism for an MCX Service Administrator to confine use of an MCX Service Group to MCX Service Group Members in a particular geographic area.
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