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34
Restricted local operator services

34.1
Description

Access to restricted local operator services by unauthenticated UEs is based on FCC regulations in the U.S. related to manual roaming as noted in the Code of Federal Regulations (CFR) Title 47 Chapter 1 Subchapter B Part 20 Section 20.3 and the Code of Federal Regulations (CFR) Title 47 Chapter 1 Subchapter B Part 20 Section 20.12 (Resale and Roaming) Subparagraph c [59].  

The restricted local operator services offered by an operator are out of scope of 3GPP. Allowing access to restricted local operator services is completely under the local operator’s control. The local operator can restrict unauthenticated UEs to be able to access restricted local operator services exclusively.
Authenticated UEs may also be able to use restricted local operator services.

34.2
Requirements

Based on operator policy and national regulations, the 3GPP system shall support a mechanism to indicate to UEs that restricted local operator services are available.
A UE can explicitly request access to a network offering restricted local operator services in order to receive restricted local operator services.
A UE explicitly requesting access to a network offering restricted local operator services in order to receive restricted local operator services shall not be put into limited service state.
Based on operator policy and national regulations, the 3GPP system shall be able to support a mechanism to configure a set of addresses (e.g., phone number, captive portal) in the PLMN for access to restricted local operator services.

Based on operator policy and national regulations, the 3GPP system shall support mechanisms to allow access to restricted local operator services by unauthenticated UEs.

The network shall be able to isolate restriced local operator services and usage from the rest of the network (e.g., similar to security for unauthenticated CS or IMS emergency calls). 

Access to local operator services shall not affect the UICC.

When a UE recognizes an origination attempt to a restricted local operator service and has not received an indication from the serving system that restricted local operator services are available, the UE shall block the origination attempt.
The UE shall include the restricted local operator service call type indicator when an origination attempt is made for a restricted local operator service.

