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Abstract: This document provides additional use case to restrict UE’s private communication based on UE's location.
-------------------------------------------- START OF PROPOSED CHANGES --------------------------------------
5.X 
Use case for restricting UE to a 3GPP private communication group based on UE's location 

5.x.1
 Description

In the enterprise, some equipment may be confidential, e.g., a server stores company’s confidential data. 
This use case describes the restriction of UE to a specific private group communication based on the UE’s location.
5.x.2
Preconditions

Bob are in the enterprise building and has multiple independent communications between UEs in the enterprise building.  One of them is the communication between the confidential server.
5.x.3 
Service flows

The MNO defines the group members for this enterprise 3GPP LAN as A, B and C (for the confidential server).
Bob requests to the 3GPP MNO to provide private communication service for some of its company’s equipments. 
Bob is added to the LAN A, B and C.

5.x.4
Post-conditions

When Bob moves out of the office building, the 3GPP MNO deletes Bob from LAN C. Bob is out of LAN C and cannot access to the confidential server any more.

Bob is still alive in LAN A and LAN B.

5.x.5
Potential Impacts or Interactions with Existing Services/Features
None identified.
5.x.6
Potential Requirements

The 5G 5GLAN-type service shall enable the MNO to suspend UE from a particular 3GPP private communications based on the UE’s location.
The 5G 5GLAN-type service shall ensure that suspend of UE from a particular 3GPP private group communication has no impact on other private communications including the same UE. 
The 5G 5GLAN-type service shall resume the UE for a particular 3GPP private communication based on the UE’s location (e.g. when UE moves back to the location where the private communication is allowed).
--------------------------------------------- END OF PROPOSED CHANGES -----------------------------------------
