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Abstract: This proposal is to clarify that the 5G network shall support 3GPP service continuity for 5G LAN-type service, i.e., the private communication between UEs shall not be interrupted when one or more UEs move in the PLMN.
1. Proposal
There is a FFS in use case 5.13, quoted as below:

The 5G network shall support 3GPP service continuity for the communication between UEs belonging to the same private group even when a UE or multiple UEs of the private group move in the PLMN.

NOTE:
the level of service continuity is FFS and may depend on protocol used and service offered.

Three points are clarified:
1. The level of service continuity: When one or more UEs move in the PLMN, the private communication between these UEs shall not be interrupted.

2. The service offered: the Service continuity for 5G LAN-type service shall be supported.

3. The protocol used: service continuity shall be provided for both IP and non-IP protocol, as 5G LAN-type service can support both.

The requirement is reformulated according to above clarification, and the FFS is deleted. 
************************************ Start of 1st Change  ***************************************
5.13 
Use Case for Service Continuity in private group communication
5.13.1
Description

This use case describes continuity of3GPP private group communication during UE’s mobility.
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Figure 5.13-1: service continuiy within the 3GPP private group when the UE moves
5.13.2
Preconditions

UEs (A, B and C) are defined by the MNO for being part a same private group.

UE C is on a moving car and having video conference call with A and B in the office via 3GPP network.  

5.13.3
Service flows

The MNO keeps the 3GPP communication traffic uninterrupted while UE C is moving in the PLMN.
5.13.4
Post-conditions

The video conference call between A, B and C is uninterrupted.
5.13.5
Potential Impacts or Interactions with Existing Services/Features
None identified.
5.13.6
Potential Requirements

The 5G network shall support 3GPP service continuity for 5G LAN-type service, i.e., the private communication between UEs shall not be interrupted when one or more UEs of the private group move in the PLMN.


************************************ End of Change  ***************************************
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