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	Reason for change:
	For the requirement [R-6.13.2-002] in 6.13 of TR 22.889, 
[R-6.13.2-002] The FRMCS System shall setup the monitoring of critical infrastructure communication with an operator defined QoS and priority and setup time as defined in clause 12.10.
QoS and priority of mission critical are already supported by 3GPP QoS. But there is a gap related to setup time that not covered by existing spec. so to add new requirement for setup time.

	
	

	Summary of change:
	Add a new requirement for setup time, 
1) less than 1 second for immediate setup of a data communication.
2) less than 3 second for normal setup of a data communication. 
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[bookmark: _Toc510795285]6.1.3	MCData enhanced status
[bookmark: _Toc510795286]6.1.3.1	Service description
Mission Critical Service users need to share status information specific to their activities. For instance status can be: available, in operation on site, going to the operation site, or just arrived. When working in a group, there is a need to constantly share this information. 
[bookmark: _Toc510795287]6.1.3.2	Requirements
[R-6.1.3.2-001] The MCData Service shall provide a means to share in real-time operational status information between members of a selected group. 
[R-6.1.3.2-002] The possible operational status values shall be configurable.
[R-6.1.3.2-003] The minimum number of possible different operational status values shall be 32.
[R-6.1.3.2-004] The MCData Service shall provide a means to guarantee the setup time of:
· Less than 1 second for immediate setup of a data communication.
· Less than 3 second for normal setup of a data communication.
*************** End modification  ****************
