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---------------------------------------Begin change---------------------------------------
6.2.1
Commencement modes for MCPTT Group calls

[R-6.2.1-001] The MCPTT Service shall be capable of allowing an MCPTT Group call setup request to proceed without prior acknowledgement by any MCPTT User of that MCPTT Group.
[R-6.2.1-001a] The MCPTT Service shall be capable of allowing an MCPTT Group call setup request to proceed without prior acknowledgement for MCPTT Groups formed by automatic user regrouping in TS 22.280 [15] clause 6.6.4.2.
[R-6.2.1-002] An MCPTT User currently affiliated to an MCPTT Group shall acknowledge receipt of an MCPTT Group call setup request, if requested to do so by the MCPTT Service.
[R-6.2.1-003] The MCPTT User's acknowledgement may require direct interaction of the MCPTT UE with the human user, or may be automatically executed by the MCPTT UE, in accordance with policy established by an MCPTT Administrator.
[R-6.2.1-004] The MCPTT Service shall be capable of requiring that a minimum number of Affiliated MCPTT Group Members acknowledges receipt of the MCPTT Group call setup request before the audio transmission proceeds.

[R-6.2.1-005] The MCPTT Service shall be capable of requiring that specific MCPTT Users acknowledge receipt of the MCPTT Group call setup request before the audio transmission proceeds, regardless of the affiliation state of those users.

NOTE 1:
In this case the MCPTT Service affiliates the specific MCPTT Users who are not currently affiliated to the target MCPTT Group and then returns them to their previous affiliation state when the transmission ends.

[R-6.2.1-006] The MCPTT Service shall be capable of requiring that all MCPTT Users that are both affiliated to the MCPTT Group and in a given geographical area acknowledge receipt of an MCPTT Group call setup request before the audio transmission proceeds.

[R-6.2.1-007] The MCPTT Service shall provide a mechanism for an MCPTT Administrator to determine the subset of Affiliated MCPTT Group Members that shall acknowledge receipt of the MCPTT Group call setup request before the audio transmission proceeds.

NOTE 2:
In the following requirements, the term, "MCPTT Group Call setup request requires acknowledgement" is used when one or more of the acknowledgement conditions defined above (i.e., [R-6.2.1-004], [R-6.2.1-005], [R-6.2.1-006], and/or [R-6.2.1-007]) applies.
[R-6.2.1-008] If an MCPTT Group Call setup request requires acknowledgement from Affiliated MCPTT Group Members, and the required MCPTT Group Members do not acknowledge the call setup within a configured time (the "acknowledged call setup timeout"), the MCPTT Service may proceed with the call and then may notify the initiating MCPTT User that the acknowledgements did not include all required members.

[R-6.2.1-009] If an MCPTT Group Call setup request requires acknowledgement from Affiliated MCPTT Group Members, and the required MCPTT Group Members do not acknowledge the call setup within a configured time, the MCPTT Service may abandon the call and then may notify the initiating MCPTT User that the acknowledgements did not include all required members.

[R-6.2.1-010] If an MCPTT Group Call setup request requires acknowledgement from Affiliated MCPTT Group Members, the initiating MCPTT User shall at any time have the option of allowing the call to proceed regardless of the state of the acknowledgements (i.e., to "convert" the call to an unacknowledged call).
[R-6.2.1-010a] If an MCPTT Group Call setup request requires acknowledgement from Affiliated MCPTT Group Members, and the required MCPTT Group Members did not acknowledge the call setup within a configured time, the MCPPT Service shall be able to provide the list of MCPTT Group Members who did not acknowledge the call to the initiating MCPTT User.
[R-6.2.1-011] If an MCPTT Group Call setup request requires acknowledgement from Affiliated MCPTT Group Members, the acknowledged call setup timeout shall be established by an MCPTT Administrator.

[R-6.2.1-012] If an MCPTT Group Call setup request requires acknowledgement from Affiliated MCPTT Group Members, the behaviour in response to the expiration of the acknowledged call setup timeout shall be established by an MCPTT Administrator.

[R-6.2.1-013] If an MCPTT Group Call setup request requires acknowledgement from Affiliated MCPTT Group Members, the MCPTT Service shall support an indefinite (i.e., infinite) call setup timeout.

[R-6.2.1-014] If the MCPTT Service has knowledge that some affiliated members of a group can not be Participants in an unacknowledged MCPTT Group Call, the MCPTT Service shall provide an indication to the requester that the call is proceeding without all affiliated members, and shall provide the list of the missing members based on policy established by the MCPTT Administrator.
[R-6.2.1-015] If MCPTT User(s) are excluded from an MCPTT call as there is insufficient capacity to support their participation the MCPTT Service shall ensure that the MCPTT User(s) receive a notification that they have been excluded from the call for reasons of lack of capacity.
---------------------------------------End change---------------------------------------
