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---------------------------------------Begin change---------------------------------------
6.6.4.2
Requirements

[R-6.6.4.2-001] The MCX Service shall provide a means for combining a multiplicity of MCX Users into a  group (i.e., to perform a "User Regroup operation").

[R-6.6.4.2-002] The MCX Service shall provide a means for combining a multiplicity of MCX Users into a group based on a parameter or a combination of parameters (e.g., particular geographic area, Participant type, initiation of urgent type communication such as MCX Emergency Alert or MCX Emergency Group Communication).
[R-6.6.4.2-002a] The MCX Service shall provide a means for automatically combining a multiplicity of MCX Users into a MCX Service Group based on certain criteria. For example, the criteria may include one or more parameters from the list below:

-
A specific element or combination of specific elements in the functional alias of a MCX User

-
Location (including speed and heading) of a MCX User

-
Location or particular geographic area specified by an MCX Service Administrator

-
MCX Service configuration (e.g. MCX User responsible for a certain geographic area or MCX User responsible for a certain MCX Service Group)

[R-6.6.4.2-002b] The MCX Service shall be able to automatically update the memberslist of a MCX Service Group based on certain criteria i.e. to remove MCX Users no more meeting the criteria and add MCX Users starting to meet the criteria. For example, the criteria may include one or more parameters from the list below:

-
A specific element or combination of specific elements in the functional alias of a MCX User

-
Location (including speed and heading) of a MCX User

-
Location or particular geographic area specified by an MCX Service Administrator

-
MCX Service configuration (e.g. MCX User responsible for a certain geographic area or MCX User responsible for a certain MCX Service Group) 
[R-6.6.4.2-003] The MCX Service shall provide a mechanism to preconfigure the parameters for a particular User Regroup operation, such that an authorized MCX User activates this preconfigured User Regroup and communicates with this group with minimal delay.

NOTE:
An example of the use of this functionality is for an MCX User to communicate with particular other MCX Users within a predefined radius of the MCX User's Location. This functionality is likely to be for urgent type communications such as MCX Service Emergency Group Communications.

[R-6.6.4.2-004] The MCX Service shall notify MCX Users when they are affected by a User Regroup operation.

[R-6.6.4.2-005] The MCX Service shall provide a mechanism for an MCX Service Administrator to configure whether an MCX Service system shall automatically affiliate the MCX Users included in the group created by the User Regroup operation.

---------------------------------------End change---------------------------------------
