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*****************************************1st Change *********************************************
6.x
Use case: Broadcast of public emergency warning information
6.x.1
Introduction
Public Safety Authority is able to broadcast a public emergency warning to a subset of the civil population based on their location. The subset can include FRMCS Users because off the location or functional identity of the FRMCS User.

6.x.2
Description

The Public Safety Authority (PSA) is able to broadcast textual messages, pictures, audio and video content to a subset of FRMCS Users.
6.x.2
Pre-conditions

The FRMCS User is active (logged in) in the FRMCS system.

The FRMCS System provides interworking with a Public Safety Answering Point (PSAP).

6.x.3
Service flows

The FRMCS System is receiving broadcasting information from the PSA.

The FRMCS System determines the set of FRMCS Users based on:

•
The location provided by the PSA broadcast system and/or;

•
The functional addressing information of the concerned FRMCS Users provided by PSA and/or;

•
The system configuration (e.g. a fixed routing or other conditions).

The FRMCS System establishes a data bearer services for PSA data communication which matches to the application category of CRITICAL DATA (see [QoS]).

The FRMCS System establishes the data bearer service(s) within the timeframe specified as IMMEDIATE (see [QoS]).
The data communication is recorded by the data recording and access application.
6.x.4
Post-conditions

The concerned FRMCS Users are informed about the public emergency information provided by the PSA.
6.x.5
Potential requirements and gap analysis

	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[R-6.x.5-001]
	The FRMCS System shall provide the interworking to the Public Safety Authority broadcast information system.
	A/T
	
	[Need analysis]

	[R-6.x.5-002]
	The FRMCS System shall be able to locate FRMCS User for PSA broadcast information based on the location information provided by the PSA broadcast system and/or the functional identities of the authorised FRMCS Users.
	A
	
	[Need analysis]

	[R-6.x.5-003]
	The FRMCS System shall be able to address PSA broadcast information to FRMCS User functional identities by a single “broadcast” functional identity.
	A
	
	[Need analysis]
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