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--- Start 1st change ---
6.22.2.3
Access categories

Table 6.22.2.3-1: Access Categories

	Access Category number
	Conditions related to UE
	Type of access attempt

	0
	All
	MO signalling resulting from paging

	1
	
	Reserved

	2
	All
	Emergency

	3
	All except for the conditions in Access Category 1.
	MO signalling resulting from other than paging

	4
	All except for the conditions in Access Category 1.
	MMTEL voice (NOTE 2)

	5
	All except for the conditions in Access Category 1.
	MMTEL video

	6
	All except for the conditions in Access Category 1.
	SMS

	7
	All except for the conditions in Access Category 1.
	MO data that do not belong to any other Access Categories (NOTE 3)

	8-31
	
	Reserved standardized Access Categories

	32-63 (NOTE 1)
	All
	Based on operator classification

	
NOTE 1:
When there are an Access Category based on operator classification and a standardized Access Category to both of which an access attempt can be categorized, and the standardized Access Category is neither 0 nor 2, the UE applies the Access Category based on operator classification. When there are an Access Category based on operator classification and a standardized Access Category to both of which an access attempt can be categorized, and the standardized Access Category is 0 or 2, the UE applies the standardized Access Category. 

NOTE 2:
Includes Real-Time Text (RTT) .

NOTE 3:
Includes IMS Messaging.



Access Category 0 shall not be barred, irrespective of Access Identities.

NOTE:
The network can control the amount of access attempts relating to Access Category 0 by controlling whether to send paging or not.
--- End 1st change ---
