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*******************************First change*******************************
6.4.9
Administrative

[R-6.4.9-001] The MCX Service shall provide a mechanism for an MCX Service Administrator to configure the conditions under which MCX Service communications shall be terminated (e.g., last Participant leaving, second last Participant leaving, initiator leaving).

NOTE:
A Participant can leave an ongoing MCX Service Group communication e.g. because the Participant is de-affiliating from the MCX Service Group.
[R-6.4.9-002] The MCX Service shall provide a mechanism for MCX Service Administrators to configure the maximum allowed time duration for MCX Service Group communications to remain active.

[R-6.4.9-003] The MCX Service shall provide a mechanism for an MCX Service Administrator to determine how many MCX Users shall remain participating for MCX Service Group Communications to remain active.

[R-6.4.9-004] The MCX Service shall provide a mechanism for an MCX Service Administrator to configure MCX Service Groups to be receive-only for specified MCX Service Group Members.

[R-6.4.9-005] The MCX Service shall provide a mechanism for an MCX Service Administrator to set the preferred codecs for an MCX Service Group.

[R-6.4.9-006] The MCX Service shall provide a mechanism for an MCX Service Administrator to confine use of an MCX Service Group to MCX Service Group Members in a particular geographic area.

*******************************End of first change*******************************

