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7.3 Higher-accuracy positioning

7.3.1
Description

Higher accuracy positioning is characterized by ambitious system requirements for positioning accuracy in many verticals and applications, including regulatory needs.
In LBS and eHealth, higher accuracy is instrumental to new services and applications, both outdoor and indoor.
Another typical area where "higher-accuracy positioning" is needed is collision avoidance of vehicles: every vehicle must be aware of its own position, the positions of near-by vehicles, and also their expected paths, to avoid collisions. On the factory floor, it is important to locate assets and moving objects such as forklifts, or parts to be assembled. Similar needs exist in transportation and logistics, for example rail, road and use of UAVs. In some road user cases, UE's supporting V2X application(s) are also applicable to such needs.
In cases such as guided vehicles (e.g. industry, UAVs) and positioning of objects involved in safety-related functions, availability needs to be very high.
Mission Critical Organizations require mission critical services to have accurate positioning such that first responders may be located at all times during normal and critical operations, indoors as well as outdoors.  The level of positioning accuracy (and other KPIs) required is much more stringent than that required by local and regional regulatory requirements for commercial 5G users.
Adaptability and flexibility are among the key features of the 5G system to serve a wide diversity of verticals and services, in different environments (e.g. rural, urban, indoor). This applies to higher accuracy positioning and translates into the ability to satisfy different levels of services and requirements, for instance on performance (e.g. accuracy, availability, latency) and on functionality (e.g. security).
