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**************************************** begin of 1st Change **************************************
[bookmark: _Toc517529130]6.7	Support of streaming services
A 3GPP system shall support a mechanism to indicate to UEs that operator streaming services are available. The operator provides information on how to use the caching service to the customer who has subscribed to this service.
Based on operator policy, the 3GPP system shall support a mechanism that the list of authorized content providers and data volume is configured into UE for these content providers. 
The 3GPP system shall be able to schedule delivery of a download-and-play service to UE to the off-peak hours.
The 3GPP system shall be able to support local connection to local streaming servers according to operator’s policy. 
The 3GPP system shall be able to configure local streaming service area according to operator’s policy.
The 3GPP system shall be able to identify a user is in the specific local streaming service area.
The 3GPP system shall be able to identify a user is not in the specific local streaming service area and stop the local streaming service.
The 3GPP system shall be able to deliver streaming content via local service delivery immediately or postponed according to user’s preference.
According to the mobility of the users who do not always stay in one place, the 3GPP system should be able to adaptively change video server and the route to continue supply experience for streaming service, e.g. from a local streaming server to a non-local streaming server, vice versa. 
According to operator’s policy, the 3GPP system shall be able to configure which context information is related with streaming route.
The 3GPP system shall be able to collect context information related to update streaming route according to operator’s policy.
According to agreement between application server and Operator, the 3GPP system shall support the operator or the 3rd party to configure which user profile information belonging to the application server should be shared with the 3GPP system.
According to operator’s policy, the 3GPP system shall support the SHE which is deployed in different local area (no matter belongs to operator or the 3rd party) to configure which radio environment information can be shared to the application layer which is hosted in the SHE.
According to operator’s policy, the 3GPP system shall support the SHE which is deployed in different local area (no matter belongs to operator or the 3rd party) to get radio environment information based on the configuration.



**************************************** end of 1st Change ****************************************

