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	*** 1st Change ***


6.22
Unified access control

6.22.1
Description

Depending on operator policies, including MNO and 3rd Party operator, deployment scenarios for PLMN and Non-Public Network, subscriber profiles, and available services, different criterion will be used in determining which access attempt should be allowed or blocked when congestion occurs in the 5G System. These different criteria for access control are associated with Access Identities and Access Categories. The 5G system will provide a single unified access control where operators control accesses based on these two. 

In unified access control, each access attempt is categorized into one or more of the Access Identities and one of the Access Categories. Based on the access control information applicable for the corresponding Access Identity and Access Category of the access attempt, the UE performs a test whether the actual access attempt can be made or not. 

The unified access control supports extensibility to allow inclusion of additional standardized Access Identities and Access Categories and supports flexibility to allow operators to define operator-defined Access Categories using their own criterion (e.g. network slicing, application, and application server).
NOTE:
Sections 4.1 through 4.4a of TS 22.011 are obsolete and replaced by Section 6.22.2 of this specification. However, when a UE is configured for EAB according to TS 22.011, the UE is also configured for delay tolerant service for 5G system.
6.22.2
Requirements

6.22.2.1
General

Based on operator’s policy, including MNO and 3rd Party operator, the 5G system shall be able to prevent UEs from accessing the network using relevant barring parameters that vary depending on Access Identity and Access Category. Access Identities are configured at the UE as listed in Table 6.22.2.2-1. Access Categories are defined by the combination of conditions related to UE and the type of access attempt as listed in Table 6.22.2.3-1. One or more Access Identities and only one Access Category are selected and tested for an access attempt.
The 5G network shall be able to broadcast barring control information (i.e. a list of barring parameters associated with an Access Identity and an Access Category) in one or more areas of the RAN.

The UE shall be able to determine whether or not a particular new access attempt is allowed based on barring parameters that the UE receives from the broadcast barring control information and the configuration in the UE.

In the case of multiple core networks sharing the same RAN, the RAN shall be able to apply access control for the different core networks individually.
The unified access control framework shall be applicable both to UEs accessing the 5G CN using E-UTRA and to UEs accessing the 5G CN using NR.
The unified access control framework shall be applicable to UEs in RRC Idle, RRC Inactive, and RRC Connected at the time of initiating a new access attempt (e.g. new session request).
NOTE 1:
"new session request" in RRC Connected refers to events, e.g. new MMTEL voice or video session, sending of SMS (SMS over IP, or SMS over NAS), new PDU session establishment, existing PDU session modification, and service request to re-establish the user plane for an existing PDU session.
The 5G system shall support means by which the operator can define operator-defined Access Categories to be mutually exclusive.

NOTE 2:
Examples of criterion of operator-defined Access Categories are network slicing, application, and application server.

The unified access control framework shall be applicable to inbound roamers to a PLMN.

The serving PLMN or Non-Public Network should be able to provide the definition of operator-defined Access Categories to the UE.
6.22.2.2
Access identities

Table 6.22.2.2-1: Access Identities

	Access Identity number
	UE configuration

	0
	UE is not configured with any parameters from this table

	1 (NOTE 1)
	UE is configured for Multimedia Priority Service (MPS).

	2 (NOTE 2)
	UE is configured for Mission Critical Service (MCS).

	3-10
	Reserved for future use

	11 (NOTE 3)
	Access Class 11 is configured in the UE.

	12 (NOTE 3)
	Access Class 12 is configured in the UE.

	13 (NOTE 3)
	Access Class 13 is configured in the UE.

	14 (NOTE 3)
	Access Class 14 is configured in the UE.

	15 (NOTE 3)
	Access Class 15 is configured in the UE.

	NOTE 1:
Access Identity 1 is used by UEs configured for MPS, in the PLMNs where the configuration is valid. The PLMNs where the configuration is valid are HPLMN, PLMNs equivalent to HPLMN, and visited PLMNs of the home country.
Access Identity 1 is also valid when the UE is explicity authorized by the network based on specific configured PLMNs inside and outside the home country.
NOTE 2:
Access Identity 2 is used by UEs configured for MCS, in the PLMNs where the configuration is valid. The PLMNs where the configuration is valid are HPLMN or PLMNs equivalent to HPLMN and visited PLMNs of the home country. Access Identity 2 is also valid when the UE is explicity authorized by the network based on specific configured PLMNs inside and outside the home country.
NOTE 3:
Access Identities 11 and 15 are valid in Home PLMN only if the EHPLMN list is not present or in any EHPLMN. Access Identities 12, 13 and 14 are valid in Home PLMN and visited PLMNs of home country only. For this purpose the home country is defined as the country of the MCC part of the IMSI.


Any number of these Access Identities may be barred at any one time.
6.22.2.3
Access categories

Table 6.22.2.3-1: Access Categories
	Access Category number
	Conditions related to UE
	Type of access attempt

	0
	All
	MO signalling resulting from paging

	1 (NOTE 1)
	UE is configured for delay tolerant service and subject to access control for Access Category 1, which is judged based on relation of UE’s HPLMN and the selected PLMN.
	All except for Emergency

	2
	All
	Emergency

	3
	All except for the conditions in Access Category 1.
	MO signalling on NAS level resulting from other than paging

	4
	All except for the conditions in Access Category 1.
	MMTEL voice (NOTE 3)

	5
	All except for the conditions in Access Category 1.
	MMTEL video

	6
	All except for the conditions in Access Category 1.
	SMS

	7
	All except for the conditions in Access Category 1.
	MO data that do not belong to any other Access Categories (NOTE 4)

	8
	All except for the conditions in Access Category 1
	MO signalling on RRC level resulting from other than paging

	9-31
	
	Reserved standardized Access Categories

	32-63 (NOTE 2)
	All
	Based on operator classification

	NOTE 1:
The barring parameter for Access Category 1 is accompanied with information that define whether Access Category applies to UEs within one of the following categories:
a) UEs that are configured for delay tolerant service;
b) UEs that are configured for delay tolerant service and are neither in their HPLMN nor in a PLMN that is equivalent to it;
c) UEs that are configured for delay tolerant service and are neither in the PLMN listed as most preferred PLMN of the country where the UE is roaming in the operator-defined PLMN selector list on the SIM/USIM, nor in their HPLMN nor in a PLMN that is equivalent to their HPLMN.
Editor’s Note: It is FFS if b) and c) are applicable for the Non-Public Network.
When a UE is configured for EAB, the UE is also configured for delay tolerant service. In case a UE is configured both for EAB and for EAB override, when upper layer indicates to override Access Category 1, then Access Category 1 is not applicable.
NOTE 2:
The operator can be MNO or 3rd Party operator for their PLMN or Non-Public Network. When there are an Access Category based on operator classification and a standardized Access Category to both of which an access attempt can be categorized, and the standardized Access Category is neither 0 nor 2, the UE applies the Access Category based on operator classification. When there are an Access Category based on operator classification and a standardized Access Category to both of which an access attempt can be categorized, and the standardized Access Category is 0 or 2, the UE applies the standardized Access Category. 

NOTE 3:
Includes Real-Time Text (RTT).

NOTE 4:
Includes IMS Messaging.


Access Category 0 shall not be barred, irrespective of Access Identities.
NOTE:
The network can control the amount of access attempts relating to Access Category 0 by controlling whether to send paging or not.
	*** 2nd Change ***


6.25
Non-public networks

6.25.1 
Description

Non-public networks are intended for the sole use of a private entity such as an enterprise, and may be deployed in a variety of configurations, utilising both virtual and physical elements. Specifically, they may be deployed as completely standalone networks, they may be hosted by a PLMN, or they may be offered as a slice of a PLMN.

In any of these deployment options, it is expected that unauthorised UEs, those that are not associated with the enterprise, will not attempt to access the non-public network, which could result in resources being used to reject that UE and thereby not be available for the UEs of the enterprise. It is also expected that UEs of the enterprise will not attempt to access a network they are not authorised to access. For example, some enterprise UEs may be restricted to only access the non-public network of the enterprise, even if PLMN coverage is available in the same geographic area. Other enterprise UEs may be able to access both a non-public network and a PLMN where specifically allowed.

6.25.2 
Requirements

The 5G system shall support non-public networks.

The 5G system shall support non-public networks that provide coverage within a specific geographic area.

The 5G system shall support both physical and virtual non-public networks. 

The 5G system shall support standalone operation of a non-public network, i.e. a non-public network may be able to operate without dependency on a PLMN.
Subject to an agreement between the operators and service providers, operator policies and the regional or national regulatory requirements, the 5G system shall support for non-public network subscribers:

- access to subscribed PLMN services via the non-public network;

- service continuity for subscribed PLMN services between a non-public network and a PLMN;

- access to selected non-public network services via a PLMN;

- service continuity for non-public network services between a non-public network and a PLMN.

A non-public network subscriber to access a PLMN service shall have a service subscription using 3GPP identifiers and credentials provided or accepted by a PLMN.

The 5G system shall support a mechanism for a UE to identify and select a non-public network.

NOTE:
Different network selection mechanisms may be used for physical vs virtual non-public networks.

The 5G system shall support identifiers for a large number of non-public networks to minimize collision likelihood between assigned identifiers.
The 5G system shall support a mechanism to prevent a UE with a subscription to a non-public network from automatically selecting and attaching to a PLMN or non-public network it is not authorised to select.

The 5G system shall support a mechanism to prevent a UE with a subscription to a PLMN from automatically selecting and attaching to a non-public network it is not authorised to select.
The 5G system shall support a mechanism to prevent access attempt to a non-public network from the unauthorized UE.
	*** End of Change ***


