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Abstract: Brief intro to requirements for cyberCAV network performance requirements to be included in TS 22.104.
Discussion
The proposed text provides a brief introduction to network performance requirements as understood in cyberCAV / TS 22.104.
Furthermore, the document provides a few network performance requirements for cyberphysical applications.

START OF PROPOSED CHANGES



 Start of Change 1 


6
Network performance requirements

6.1
Overview


There are two fundamental perspectives concerning dependable communication in 5G systems: the end-to-end perspective of the communication services and the network perspective (see Figure 6.1-1). This clause is about network performance requirements for cyber-physical control and considers the network perspective of the 5G system.
[image: image1.emf]distributed

automation

application

CSIF

distributed

automation

application

CSIF

Communication Service

CSIF –Communication Service Interface betweendistributedautomationapplication/functionand 5G network

NetworkPerformance Requirements

5G network


Figure 6.1-1: Network perspective of 5G system
6.2
Requirements
The 5G system shall enable mechanisms for 1:1 protection in order to achieve high communication service availabilities. 
The 5G system shall enable mechanisms for duplicate transmission in order to achieve high communication service availabilities.
The 5G system shall enable mechanisms for retransmissions on wireless links withing a given packet delay budget in order to achieve high communication service availabilities.

 End of Change 1 
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