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Abstract: This contribution proposes a use case for multiple audio-visual content and service production to be supported by 3GPP systems in TR22.827.
5.X
AD-Hoc Non-public 5G production network 
5.X.1
Description

Ability to deploy a non-public 5G network on site using our own infrastructure with or without a backhaul to the studio or cloud. This non-public 5G network could derive its connectivity to the outside world from a wider public 5G network, or some other available connectivity provided by us (e.g. satellite) or a 3rd party (e.g. fixed line connectivity). The deployed 5G network would be our own broadcast system so that only our devices could connect to it. Cell site would allow us to connect 5G UE’s to UE’s (linked directly) or via the RAN and EPC in a production vehicle.

This could be in a scenario where a public 5G network is not available, and therefore the broadcaster wants to setup a local non-public 5G network to use their existing equipment on-site and connect back to the studio or cloud via some other backhaul.
5.X.2
Pre-conditions
· Temporary access to dedicated spectrum based on an LSA regime.  

· Control plane between non-public networks and public MNO’s for sharing the same spectrum

· User managed non-public 5G network
5.X.3
Service Flows

1. Local deployed IP infrastructure creating a 5G non-public network

2. Broadcast devices connect to the local non-public network.

3. Devices on the local network communicate with each other either directly (UE to UE) or via the local RAN.
a. Very high data rates for UHD camera’s uplink
b. Very low latency requirements for UHD camera’s (RTT)

4. (Optional) content, communications, camera control, return video, AR sensor data, etc... sent to and from location to the studio or cloud via backhaul (5G Public Network or a dedicated fixed-line). Content compressed as required and based on available backhaul bandwidth.

5. Non-public network operator able to configure bandwidth requirements for individual connections (QoS)
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Figure 5.x.3-1: 
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Figure 5.x.3-2:
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Figure 5.x.3-3:
Editor’s note: Add captions to figures.
5.X.4
Post-conditions

· Local high-capacity wireless non-public network, deployed for low latency high quality audio and video production

· Quasi Error Free 5G network operations with better uptimes than via public networks

5.x.5
Existing features partly or fully covering the use case functionality
Editor’s  note to be completed after Gap analysis.

5.x.6
Potential New Requirements needed to support the use case
Editor’s note: to be completed with gap analysis considerations.
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