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****************************************1st Change***********************************************

12.8.2.5
Potential requirements and gap analysis

	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[R-12.8.2-001]
	FRMCS-system to GSM-R circuit switched signalling and bearer service shall be supported for user-to-user and multiuser voice communication.
	A/T
	22.179
	 [R-6.18.4.2-003], [R-6.18.4.2-004]

	[R-12.8.2-002]
	FRMCS System shall support the current voice codecs used by GSM-R.
	A/T
	22.179
	 [R-6.18.4.2-005]

	[R-12.8.2-003]
	The FRMCS System shall be able to support interworking of GSM-R MLPP based call priorities to the priority mechanisms of the FRMCS System.
	A
	22.179
	 [R-6.18.4.2-003]

	[R-12.8.2-004]
	The FRMCS System shall be able to support interworking between the arbitration scheme used in GSM-R and the arbitration scheme used in the FRMCS System.
	A
	
	[R-6.18.4.2-003]


*************************************End of Change***********************************************

***************************************next Change***********************************************

12.8.3.5
Potential requirements and gap analysis

	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[R-12.8.3-001]
	FRMCS-system to GSM-R packet switched interconnection shall be supported.
	A/T
	
	According to latest decision from UIC not required.


*************************************End of Change***********************************************
**************************************next  Change***********************************************

12.8.4.5
Potential requirements and gap analysis

	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[R-12.8.4-001]
	The FRMCS System shall be able to interwork with the Short Message Service in GSM-R.
	A
	22.282
	[R-7.2-001]


*************************************End of Change***********************************************

***************************************next Change***********************************************

12.16.2.5
Potential requirements and gap analysis

	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[R-12.16.2-001]
	The FRMCS System shall provide interconnection(s) for telephony services to/from external networks.
	T
	
	Covered for GSM-R in 22.179 [R-6.18.4.2-001-5]. For other MCX systems in 22.280 [R-6.17.2-001-7] Other systems [Needs analysis]

	[R-12.16.2-002]
	The FRMCS System shall provide Packet switched (PS) interconnection(s) to/from external networks.
	T
	
	 According to latest decision from UIC not required

	[R-12.16.2-003]
	The FRMCS System shall provide the necessary signalling and voice codec adaptation in the context of interworking with external networks.
	T
	
	For GSM-R covered in 22.179 [R-6.18.4.2-005] For other MCX systems, not required. For other systems: [Needs analysis]

	[R-12.16.2-004]
	The FRMCS System shall provide interworking for supplementary services related to the external network.
	A
	
	[Needs analysis]

	[R-12.16.2-005]
	The FRMCS System shall provide interworking communication with external networks in a secured way.
	A/T
	
	For other MCX systems covered in 22.280 [R-6.17.2-001], [R-6.17.2-002], [R-6.17.2-007]. For other systems [Needs analysis]

	[R-12.16.2-006]
	The FRMCS System shall provide interworking communication with external networks with the required Quality of Service.
	T
	
	[Needs analysis]

	[R-12.16.2-007]
	The FRMCS System shall be able to select interconnection based on multiple interconnections of the same type.
	A/T
	
	[Needs analysis]

	[R-12.16.2-008]
	The FRMCS System shall select the bearer characteristics based on exchanged signalling information.
	T
	
	[Needs analysis]

	[R-12.16.2-009]
	The FRMCS System shall select the appropriate interconnection type, e.g. CS or PS based on the destination address of the target user.
	T
	
	[Needs analysis]


*************************************End of Change***********************************************

**************************************next  Change***********************************************

12.18.5
Potential requirements and gap analysis
	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[R-12.18-001]
	The FRMCS System shall be able to support the call restriction service taking into account the user identity and/or location information.
	A
	.
	Covered by R-5.9a-020, R-5.9a-021, R-5.11-0XX, in particular R-5.11-007 and R-5.11-009


*************************************End of Change***********************************************

