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**************   First change  **********

9.17.2.5
Potential requirements and gap analysis

	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[R-9.17.2.5-001]
	For Key management communication, the communication shall be considered to be user-to-user data communication.  
	A
	TS 22.282

	 
TS 22.282
Sub-clause: 5.5

Note: Application Layer Key Management is transparent to the transport and communications services. Reference transport. 

	[R-9.17.2.5-002]
	For Key management communication, the initiating and the receiving application on the FRMCS equipment shall be able to be authorised to initiate the Key management communication. This shall be managed by the authorisation of data communication application.
	A
	TS 22.280
	
TS 22.280 

Sub-clause: 5.5, and 5.12.
Note: Application Layer Key Management is transparent to the transport and communications services.

	[R-9.17.2.5.2-003]
	For Key management communication, the initiating application on the FRMCS equipment (e.g. on-board of the train or the key distribution centre at the track side) shall be able to initiate the Key Management data communication to the receiving side on the FRMCS equipment (e.g. key distribution centre at the trackside or on-board of the train). The QoS profile of the communication shall be managed by the QoS Profile application. The data communication shall be able to request the QoS profile which matches the application category of CRITICAL DATA (see [QoS]) within the FRMCS system, depending on the application needs. 
	A
	N/A
	 
See sub-clause 12.10.


	[R-9.17.2.5-004]
	For Key management communication, the FRMCS system shall be able to establish the bearer service required for the data communication within a setup time specified as IMMEDIATE (see [QoS]). 
	A
	N/A
	 See sub-clause 12.10.

	[R-9.17.2.5-005]
	For Key management communication, the arbitration shall be managed by the arbitration application on the FRMCS equipment. 
	A
	TS 22.280
	TS 22.280 Sub-clause: 6.4.7
 

	[R-9.17.2.5-006]
	For Key management communication, the communication shall be recorded by the recording and access to recorded data application. 
	A
	TS 22.280
	
TS 22.280 sub-clause 6.15.4


**************  Second change  **********

9.17.3.5
Potential requirements and gap analysis

	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[R-9.17.3.5-001]
	For Key management communication, the terminating application on the FRMCS equipment (e.g. on-board of the train or the key distribution centre at the track side) shall be able to terminate the Key Management data communication with the receiving side application on the FRMCS equipment (e.g. key distribution centre at the trackside or on-board of the train).
	A
	TS 22.280
	 
TS 22.280 

Sub-clause: 5.5, and 5.12.
Note: Application Layer Key Management is transparent to the transport and communications services.

	[R-9.17.3.5-002]
	For Key management communication, the FRMCS system shall be able to terminate the bearer service required for the data communication. 
	A
	TS 22.282

	 TS 22.282
Sub-clause: 5.5

Note: Application Layer Key Management is transparent to the transport and communications services. Reference transport. 


**************   End change  **********

