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	Reason for change:
	There are two 5GLAN requirements in TS 22.261, saying:
1. A UE shall be able to select a 5G LAN-VN, that the UE is a member of, for a communication service.
2. The 5G network shall be able to support service continuity for the communication between a remote UE with and other member UEs of the same 5G LAN-VN, when the remote UE changes from one relay UE to another or when the UE changes between direct and indirect network connection.

However, in the context of 5GLAN, we focus on and specify the network requirements dedicately for private communicaiton, not for other general communications. Both requirements shall apply to private communicaiton only. 
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----------------------------------------------------- Start of 1st change -----------------------------------------------------------
6.26.2.2
5G LAN-virtual network (5G LAN-VN).
A UE shall be able to select a 5G LAN-VN, that the UE is a member of, for a private communication service. 
A 5G system shall support 5G LAN-VNs with member UEs numbering between a few to tens of thousands.

The 5G LAN-VN shall support member UEs that are subscribed to different PLMNs, e.g. a 5G LAN-VN may span multiple countries and have member UEs that have a subscription to a PLMN in their home country.
The 5G system shall support on-demand establishment of UE to UE, multicast, and broadcast private communication between members UEs of the same 5G LAN-VN. Multiple types of data communication shall be supported, at least IP and Ethernet.

The 5G network shall ensure that only member UEs of the same 5G LAN-VN are able to establish or maintain private communications among each other using 5G LAN-type service.
The 5G system shall allow member UEs of a 5G LAN-VN to join an authorized multicast session over that 5G LAN-VN. 
The 5G system shall be able to restrict private communications within a 5GLAN-VN based on UE’s location (i.e. when the UE moves out of the area it can no longer communicate on the 5G LAN-VN).
The 5G network shall enable member UEs of a 5G LAN-VN to use multicast/broadcast over a 5G-LAN service to communicate with required latency (e.g. 180ms).
The 5G system shall support a mechanism to provide consistent QoE to all the member UEs of the same 5G LAN-VN.
The 5G system shall support routing based on a private addressing scheme within the 5G LAN-VN.
----------------------------------------------------- Start of 2nd change -----------------------------------------------------------
6.26.2.8
Indirect communication mode

The 5G system shall support 5G LAN-type service for authorized UEs using indirect network connection or direct network connection.
The 5G network shall be able to provide a remote UE using 5G LAN-type service with same level of service as if the remote UE would be using a direct network connection (i.e., provide required QoS for the Ethernet packets transferred between remote UE and relay UE if they using 3GPP access).

The 5G network shall be able to support service continuity for the private communication between a remote UE with other member UEs of the same 5G LAN-VN, when the remote UE changes from one relay UE to another or when the UE changes between direct and indirect network connection.
------------------------------------------------------- End of change -------------------------------------------------------------------


