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Abstract: This contribution clarifies editor’s notes in agreed TR text and adds a missing requirement 
Discussion

Text agreed in Spokane includes two editor’s notes. A somewhat obvious requirement that was missing is also proposed.

Please see proposed changes below.
<<<<<<<<<<<<<<< Text Change >>>>>>>>>>>>>>>>>>>>>>
5.6.6
Potential New Requirements needed to support the use case

General

The 5G system shall support the relaying of traffic between remote UEs and a gNB using a chain of UEs which have the capability of doing so.

The 5G system shall support an arbitrary number of hops.

The 5G system shall enable the MNO to limit the number of hops supported in the network. 

Relay selection 
The 5G system shall support the relaying of UE traffic through a chain of UEs which can support its intended traffic characteristics.

The 5G system shall support the relaying of UE traffic through a chain of UEs in a manner that minimizes usage of system resources. . 


Permission and authorization

The 5G system shall enable the MNO to authorize UEs to be relayed by a chain of UEs. 

The 5G system shall enable the MNO to authorize UEs to relay traffic in a chain of UEs to / from other UEs.

The 5G system shall support a mechanism to verify that the user of a UE has given permission to its being used as a relay in a relay chain. 

Provisioning of remote UEs 

The 5G system shall support the provisioning of remote UEs via an arbitrary number of relay hops. 

Service


The 5G system shall maintain service continuity when traffic is moved from a direct mode connection to an indirect mode connection that uses through an any set of arbitrary chain of relays.
The 5G system shall maintain service continuity when traffic is moved between arbitrary different chains of relays where their last UE may be connected into the same or different gNBs.


Exposure

The 5G system shall provide a suitable API by which an authorized 3’rd party shall be able to provide the network with permission information of UEs.

The 5G system shall provide a suitable API by which an authorized 3’rd party shall be able to receive from the network information regarding the accessibility of UEs.  

