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Abstract:  this doc proposes consolidated requirements for normative consideration.
Discussion:
The following potential requirements about Support of Terminal with one or Multiple USIMs have been identified in the TR.
	Index
	Potential Requirements
	Clean-up Steps Taken
	Consolidated Potential Requirements

	1
	[PR.5.X.2-001]: The 3GPP system shall support terminals with multiple USIMs (on the same UICC or on different UICCs) that are active at the same time. The terminal behaviour with respect to the simultaneous handling of multiple USIMs may depend on the terminal capabilities (e.g. terminal with single Rx / single Tx vs terminal with dual Rx / single Tx vs terminal with dual Rx / dual Tx).
	
	

	2
	[PR.5.X.2-002]: The 3GPP system shall allow the MNO to configure the relative service priorities for same or different services that are provided via multiple USIMs provided by the same MNO. 
	
	

	3
	[PR.5.X.2-003]: A MUSIM UE should allow the user to configure the relative service priorities for services that are provided via different USIMs. This requirement applies when USIMs are provided by the same or different MNOs.
	
	

	4
	[PR.5.X.2-004]: The 3GPP system shall not allow one operator to restrict the use of another operator’s USIM if the USIMs are provided by different MNOs. 
	
	


The following potential requirements about Support Mobile Terminated Services for Multi-USIM Devices have been identified in the TR.
	Index
	Potential Requirements
	Clean-up Steps Taken
	Consolidated Potential Requirements

	1
	[PR.5.Y.2-001]: The 3GPP system shall be able to indicate to the UE as part of the paging procedure the type of traffic that triggered the paging. This information may be used by a multi-USIM device to determine whether it needs to respond to a mobile terminated call on one active USIM while the UE is engaged in active communication on another USIM. The granularity of the paging information shall at least discriminate between the following service categories;

-
IMS and non-IMS based Voice service.

-
IMS and non-IMS based SMS or USSD

-
IMS service other than voice or SMS.

-
Other service not listed above.
	
	

	2
	[PR.5.Y.2-002]: The 3GPP system shall be able to suspend an active communication based on UE request e.g. when the UE needs to perform activity associated with another active USIM.
	
	

	3
	[PR.5.Y.2-003]: The 3GPP system shall be to resume a suspended communication on UE request e.g. when the UE has completed activity associated with another active USIM.
	
	

	4
	[PR.5.Y.2-004]: The 3GPP system shall be able to avoid paging collision for paging related to multiple active USIMs in the UE. 
	
	

	5
	[PR.5.Y.2-005]: The 3GPP system shall be able to support service prioritization as follows:

-
When the multiple USIMs are provided by the same MNO, the MNO shall be able to configure service prioritization at the UE for prioritizing services with the associated USIMs. 

-
When the multiple USIMs are provided by different MNOs, the user shall be able to configure service prioritization at the UE for prioritizing services with the associated USIMs. 
NOTE:
Based on the service prioritization configured by the MNO or by the user, the UE that is actively engaged in communication associated with one USIM can decide whether to monitor the paging channel associated with another active USIM or whether to present the mobile terminated service that triggered the paging request related to another active USIM to the user.
	
	


The following potential requirements about Support of Emergency services for Multi-USIM Devices

 have been identified in the TR.
	Index
	Potential Requirements
	Clean-up Steps Taken
	Consolidated Potential Requirements

	1
	[PR.5.Z.2-001]: The 3GPP system shall support a MUSIM UE to use any active USIM to originate IMS emergency voice call among the active USIMs that provide voice service provided that the cell on which the active USIM is camping supports IMS emergency voice call.
	
	

	2
	[PR.5. Z.2-002]: The 3GPP system shall support a MUSIM UE to select an active USIM in normal service over an active USIM in limited service state to originate IMS emergency voice call based on user’s preferences.
	
	


------------------------------------------Text Proposal--------------------------------------------
8
Consolidated potential requirements

 
[Editor’s note: Text to be provided.]
