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****************************************1st Change***********************************************

5.3
Late communication entry

[R-5.3-001] The MCX Service shall provide a mechanism by which an Affiliated MCX Service Group Member can join an on-going MCX Service Group Communication.

[R-5.3-002] The MCX Service shall provide the identities of the transmitting MCX Service Group Member, and of the MCX Service Group and, if available, the aliases of the transmitting MCX Service Group Member and the identity of the Mission Critical Organization to the MCX UEs that enter the communication late.

[R-5.3-003] The MCX Service shall provide the transmitting MCX Service Group Member's Location information to MCX UEs that are late entering a communication in progress, subject to permissions.

[R-5.3-004] If an MCX Service Group Communication proceeds without all Affiliated MCX Service Group Members (e.g., due to one or more members being temporarily out of coverage during the communication setup or in one or more higher priority communications), the MCX Service shall attempt to add those affiliated members as the communication proceeds and they become available.

[R-5.3-005] If during an on-going MCX Service Group Communication, additional MCX Service Group Members affiliate with the MCX Service Group, the MCX Service shall add those members to the Group Communication.
[R-5.3-006] When the late entry user(s) become(s) member of the Group communication, all participants may be notified about the late entry member joining the Group communication.
*************************************End of Change***********************************************
