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****************************************1st Change***********************************************

6.18.4
GSM-R

6.18.4.1
Overview

GSM-R, governed by 3GPP standards, is widely and globally used for rail communication. GSM-R offers capabilities analogous to those provided by MCPTT, including group calls, point-to point calls, broadcast calls, dynamic group management and the bearer service for train safety applications. 

6.18.4.2
Requirements

[R-6.18.4.2-001]  Void

[R-6.18.4.2-002] Void

[R-6.18.4.2-002a]  Void

[R-6.18.4.2-002b]  Void

[R-6.18.4.2-003] The MCPTT Service shall enable interworking between MCPTT Group Call and Advanced Speech Call Items used in GSM-R.

NOTE: The impact on GSM-R needs to be minimised. 
[R-6.18.4.2-003a] Interworking between MCPTT Group Call and Advanced Speech Call Items (ASCI) used in GSM-R shall support presentation of identity of GSM-R user’s initiating ASCI Call to MCPTT Users.
[R-6.18.4.2-004] Interworking between the MCPTT Service and GSM-R shall support interoperable PTT Private Calls between an MCPTT User and a GSM-R mobile station or controller terminal.

[R-6.18.4.2-005] Interworking between the MCPTT Service and GSM-R voice services shall support a means of reconciling codecs.

*************************************End of Change***********************************************
