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Abstract: This paper proposes a use case to enable a user have incoming call associated with one USIM while having a call associated with another USIM.
***** BEGIN CHANGE *****
x.1
Incoming call for one USIM while having a call for another USIM
x.1.1
Description

Many commercially deployed devices support more than one USIM (typically two). For cost efficiency reasons, a multi-USIM device implementation typically uses common radio and baseband components that are shared among the multiple USIMs. This use case enables that a user using a device with two USIMs with such implementation can have an incoming call associated with one USIM while having a call associated with another USIM. The two USIMs may be from the same or from different MNOs.
x.1.2
Pre-conditions

User A has a mobile phone with two USIMs, i.e. USIM 1 and USIM 2. The two USIMs may be from the same or from different MNOs.
The mobile phone uses common radio and baseband components that are shared between the two USIMs.
x.1.3
Service Flows 
1) User A has a call associated with USIM 1.

2) During the call, user B calls USIM 2 of user A. 

3) The mobile phone of user A rings and informs user A that there is an incoming call associated with USIM 2.

4) User A hangs up the call from user B for USIM 2 and continue the first call for USIM 1.

5) Or User A decides to answer the call from user B, User A answers this call and hangs up the first call for USIM 1.

6) When the call from user B ends, user A resume the first call for USIM 1.  
x.1.4
Post-conditions

None.
x.1.5
Existing features partly or fully covering the use case functionality
None.

x.1.6
Potential New Requirements needed to support the use case
The 3GPP system shall provide means to allow a multi-USIM UE(dual Rx / single Tx or dual Rx / dual Tx) to receive and answer an incoming call originally associated with one USIM when a call associated with another USIM is on-going.  
NOTE: Dual Tx means simultaneously transmitting the traffics to two USIMs. Dual Rx means simultaneously receiving the traffics from two USIMs. Single Tx means transmitting the traffics to one USIM at one time instance. Single Rx means receiving the traffics from one USIM at one time instance and simultaneously receiving the traffics from two USIMs is not supported.
***** END of  CHANGE *****
