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Abstract: This document provides UBS related consolidated potential requirements for TR 22.829. 
Discussion:


The following UBS related potential requirements have been identified in the TR22.829. For consolidation, some considerations have been listed following
	Index
	Potential Requirements
	Consolidation considerations
	Consolidated Potential Requirements

	1
	[P.R.5.2-001] The 3GPP system shall enable the authorization of the UBS, before the UBS can work.
	Unique requirement, but application layer. Delete it.
	

	2
	[P.R.5.2-002] The 3GPP system shall enable a UBS work only at the designated position. That means that once move out of this position, it should not work as UBS.
	Unique requirement

Propose a clarification and put the second sentence as a Note. 

The intention is to enable UBS works only at designated condition, when the UBS work condition cann’t be met, it should not work as UBS. So it is suggested to rewrite it.
It is for application layer. Delete it.
	

	3
	[P.R.5.2-003] The 5G system shall be able to supply wireless backhaul with required quality to enable a UBS.
	Unique requirement


	The 5G system shall be able to support wireless backhaul with required quality to enable a UBS.

	4
	[P.R.5.2-004] The 3GPP system shall be able to monitor UBS including the UAV which carriers the access node in the air (e.g. power consumption of the UAV etc.).
[P.R.5.7-002] The 3GPP system shall be able to provide means to minimize power consumption of the airborne radio access network (e.g. optimizing operation parameter, optimized traffic delivery).

	Both requirements address the power saving, propose to merge

“airborne radio access network” is replaced with UBS
[Vasil]: Maybe to add without degradation of service provided.
	The 3GPP system shall be able to monitor UBS (e.g. power consumption of the UAV etc.) and provide means to minimize power consumption of the UBS (e.g. optimizing operation parameter, optimized traffic delivery) without degradation of service provided.

	5
	[P.R.5.7-001] The 3GPP system shall be able to provide means to support airborne radio access network.
	This requirement is not a meaningful requirement, without clarifying what 3GPP system need to be provide. 

Suggest to delete.
	

	6
	[P.R.5.7-003] The 3GPP system shall be able to provide means to optimize signaling when a serving airborne radio access network changes.
	Unique requirement

Terminology alignment.
[Vasil]: This changes at the end needs to be better explained to be clear from the requirement. For me the intention is not clear.
Not clear, suggest to remove.
	


	7
	[P.R.5.7-004] The 3GPP system shall minimize interference among airborne radio access networks in close proximity. 
	Unique requirement

Terminology alignment
	The 3GPP system shall minimize interference among UBSs in close proximity.


Proposed Text:
7
Consolidated potential requirements
7.x
Requirement for UxNB


[CPR.X-1]The 5G system shall be able to support wireless backhaul with required quality to enable a UxNB.

[CPR.X-2]The 3GPP system shall be able to monitor UxNB (e.g. power consumption of the UAV etc.) and provide means to minimize power consumption of the UxNB (e.g. optimizing operation parameter, optimized traffic delivery) without degradation of service provided.

 
[CPR.X-3] The 3GPP system shall minimize interference among UxNBs in close proximity.

