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Abstract: This document contains a proposed formulation for the requirement text on application layer groups. It takes into account the updates that have been discussed during the various telephone conferences and E-mail edits on the reflector.

---------- BEGIN OF CHANGE #1 ----------
5.5.6
Potential New Requirements needed to support the use case

Next to the requirements mentioned in the other use cases in this document, the following potentially new requirements are needed to support the use case:

[PR 5.5.6-1] The 5G system shall provide a suitable API by which an authorized 3rd party shall be able to authorize and enable UEs under control of the 3rd party to act as a UE-to-Network relay or remote UE, including operating as an application layer group.

 

[PR 5.5.6-3] The 5G system shall be able to restrict the selection of UE-to-Network relays for an indirect network connection to devices that are served by the same (private) slice that the remote UE operates in.

For positioning of an out of coverage remote UE, we refer to related requirements in TR 22.832 and TS 22.104.

------------------------- END OF CHANGE #1 ----------------------------

---------- BEGIN OF CHANGE #2 ----------

5.1.6 Potential New Requirements needed to support the use case

…
Permission and authorization

[PR 5.1.6-6] The 5G system shall enable the network operator to authorize UEs to be relayed by multi-hop relay UEs. The authorization may allow relay by only UEs belonging to the same network operator, belonging to the same application layer group or may also allow relay by UEs belonging to other network operators

[PR 5.1.6-7] The 5G system shall enable the network operator to authorize UEs to relay traffic as multi-hop relay UEs to / from other UEs. The authorization may allow relaying only for UEs belonging to the same network operator, belonging to the same application layer group or may also allow relaying for UEs belonging to other network operators.
------------------------- END OF CHANGE #2 ----------------------------

