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	Reason for change:
	[PR.5.2.2-001] is currently solution specific, in that it mentions that paging message should contain information to assist a UE if the page should be answered or ignored.

New text is proposed to remove the reference to paging routine and identfity that the key component is that an indication should be provide to a MUSIM UE to allow the MUSIM UE to determine if it should be engaged in active communication.
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[bookmark: _Toc517221756]Start of changes

[bookmark: _Toc10105803]5.2.6	Potential New Requirements needed to support the use case
[PR.5.2.2-001]: The 3GPP system shall be able to provide means for a user of a MUSIM UE indicate to the UE as part of the paging procedure the type of traffic that triggered the pagingto determine which USIM to be engaged in active communication. 
[bookmark: _GoBack]NOTE x: This means information may can be used by a user or MUSIM UE to determine whether it needs to respond to e.g a page request for USIMba mobile terminated call on one registered USIM while the USIMaE is in CONNECTED which would result in USIMa moving to IDLE and USIMb to CONNECTED  modeengaged in active communication on another USIM. 
The granularity of the paging informationindication shall discriminate between the following service categories;
-	IMS and non-IMS based Voice service.
-	IMS and non-IMS based SMS or USSD
-	IMS service other than voice or SMS
-	Other service not listed above e.g. data services including video.
[PR.5.2.2-002]: The 3GPP system shall be able to suspend an active communication, e.g. when the UE needs to perform activity associated with another USIM.
[PR.5.2.2-003]: The 3GPP system shall be to resume a suspended communication, e.g. when the UE has completed activity associated with another USIM.
[PR.5.2.2-004]: The 3GPP system shall be able to minimize paging collision for paging related to multiple USIMs in the UE. 
NOTE:	Paging collision refers to the situation of paging occurrences associated with the multiple USIMs that are overlapping in time. UEs operating as single Rx need to make a choice of monitoring a single paging channel at a time which can lead to unsuccessful paging on the other paging channel(s).  
[PR.5.2.2-005]: The 3GPP system shall provide a mechanism to minimize signalling overhead for services associated to multiple USIM of a MUSIM UE.
[PR.5.2.2-006]: The 3GPP system shall be able to minimize the impacts of services associated to one USIM to services associated to another USIM for a MUSIM UE. 
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