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	Reason for change:
	A use case is missing to clarify the end-user expectations from the service provided by 3GPP, when MUSIM is introduced compared to current service when the user is using single SIM UE.
The new use case describes a Freelance worker used to receive Boss A calls on his personnal single SIM UE and despite this, he is very reactive and as he sees Boss A name on his phone, he is able to decide to switch his personnal call in order to take the Boss A call immediately. When this freelance becomes members of the company A and gets a new 5G MUSIM UE to use the company A SIM card in addition to hispersonnal SIM card, the end-user and his boss expects the same reactitivy, i.e. enable Freelance to end his call with friend when Boss A is calling.
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***********************FIRST CHANGE***********************
5.x
Use case x: Same level of service for MUSIM UE than with single SIM UE
5.x.1
Description
This use case describes a Freelance worker using a personnal single SIM UE while he works for a company A and what happens when Freelance gets employed by company A which provides him with a MUSIM UE.

5.x.2
Pre-conditions 
Freelance has a personnal single SIM UE. He uses it for his personal communciations but also for his professional communications with Company A he works for.

5.x.3
Service flows
Smith is under personal call with his friend, using his personnal single SIM UE. 

Boss of Company A is calling him. Smith can see the calling user identification on his screen and can decide to switch the call to his boss when this professionnal call is important for him / for the boss.

Boss and Smith are having their call. It was a good news, Boss explains to Smith that he will become a real employee of Company A.

Smith come to sign his contact with company A. Boss A gives him a SIM card with a company number for Freelance. 

The company also provides a fully new MUSIM UE of the company, explaining that with such the mutli-SIM UE, Freeance is allowed to keep a slot for his personnal SIM while using the other one for professionnal SIM for work purpose.

Smith put both his personnal SIM and the company SIM card in this new MUSIM UE.

Next early morning, Boss calls Smith on the Company phone number, while Smith is home, doing on a personnal call, so using his personnal SIM. 

As for single SIM UE, Smith identifies the boss call arriving on the Company’s SIM and decide to interrupt his personnal call to discuss with his new boss.

5.x.4
Post-conditions
His boss considers that this new employee is still very active.
5.x.5
Existing features partly or fully covering the use case functionality
none
5.x.6
Potential New Requirements needed to support the use case
[PR.5.x.6-001]: 3GPP system shall provide the same service to the end user whatever the user is using a single SIM  or a MUSIM UE i.e. ensure the end-user knows with the same level of details an incoming calling party identification while a call is ongoing on the same (single SIM UE) or different SIM (MUSIM)
***********************END OF CHANGE***********************
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