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6.9.2
Requirements
The following set of requirements complement the requirements listed in 3GPP TS 22.278 [5], clauses 7B and 7C.
The connection between a remote UE and a relay UE shall be able to use 3GPP RAT or non-3GPP RAT and use licensed or unlicensed band.
The connection between a remote UE and a relay UE shall be able to use fixed broadband technology.
The 5G system shall support indirect network connection mode in a VPLMN when a remote UE and a relay UE subscribe to different PLMNs and both PLMNs have a roaming agreement with the VPLMN.

The 5G system shall be able to support a UE using simultaneous indirect and direct network connection mode.
The 5G system shall be able to support QoS for a user traffic session between the remote UE and the network using 3GPP access technology.
For a 5G system with satellite access, the following requirements apply:
-
A 5G system with satellite access shall be able to support relay UE’s with satellite access.

NOTE:
The connection between a relay UE and a remote UE is the same regardless of whether the relay UE is using satellite access or not.
-
A 5G system with satellite access shall support mobility management of relay UEs and the remote UEs connected to the relay UE between a 5G satellite access network and a5G terrestrial network, and between 5G satellite access networks.
-
A 5G system with satellite access shall support joint roaming between different 5G networks of a relay UE and the remote UEs connected to that relay UE.

Indirect network connection may be used to provide service to an out-of-coverage UE with assistance from an in-coverage UE.

Service to out-of-coverage UE shall meet the performance requirements specified for the process automation use cases in TS22.104, Table 5.2-1 Annex A.2.3.2 and A.2.3.3.

Indirect network connection operation shall be under network control and authorization.

