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	*** 1st Change ***


8.1
Support of Terminal with Multiple USIMs

[CPR.8.1-1]: The 3GPP system shall support ME with multiple USIMs (on the same UICC or on different UICCs) that are registered at the same time. 

 [CPR.8.1-2]: The 3GPP system shall provide appropriate security mechanisms to prevent interference between operator’s service configuration of one USIM and the operator’s service configuration of the other USIM.

[CPR.8.1-3]: The 3GPP system shall treat each registration from these USIMs of a MUSIM UE independently. Each registerred USIM in a MUSIM UE shall be associated with a dedicated IMEI/PEI.
[CPR.8.1-4]: The 3GPP system may support network resources utilization efficiently when the network operator is able and permitted (e.g. due to privacy regulations) to ascertain that multiple USIMs in a MUSIM UE are registered with that network operator’s PLMN.
The mapping between consolidated service requirements and the recommendation for normative specification is as follows: 

Table 8.1-1: Recommendation for normative in TS22.101
	Consolidate Potential Service Requirements 
	Recommendation for normative in TS22.101

	[CPR-8.1-1]
	Y

	[CPR-8.1-2]
	N

	[CPR-8.1-3]
	Y

	[CPR-8.1-4]
	Y/N


	*** 2nd Change ***


8.3
Support of Emergency Services for Multi-USIM Devices 
[CPR.8.3-1]: A MUSIM UE shall be able to select a USIM to originate an emergency call in the following priority: 

-
USIM in normal service 

-
USIM in limited service state
[CPR.8.3-2]: The MUSIM UE shall avoid interruptions of emergency call procedures of one USIM by other services of other USIM.

[CPR.8.3-3]: The MUSIM UE shall allow call-backs (e.g. from a PSAP) to the same user credentials which originated an emergency call within a certain time period.
The mapping between consolidated service requirements and the recommendation for normative specification is as follows: 

Table 8.3-1: Recommendation for normative in TS22.101
	Consolidate Potential Service Requirements 
	Recommendation for normative in TS22.101

	[CPR-8.3-1]
	Y

	[CPR-8.3-2]
	Y

	[CPR-8.3-3]
	Y


	*** End of Change ***


