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START of CHANGES
9.1.2
Invocation and revocation

9.1.2.1
Invocation

A Service User using a UE with an MPS subscription invokes MPS to request priority for an MMTEL voice call when the Service User is aware that normal voice service is degraded (e.g., the normal MMTEL voice call cannot be established) or when an ongoing MMTEL voice call becomes unacceptable (e.g., due to network congestion)..

The system shall support means for a Service User using a UE with an MPS subscription to:

-
initiate MPS for an MMTEL voice call or an MPS MMTEL voice conference call, or

-
request upgrade of an established MMTEL voice call, or an established MMTEL voice conference call to MPS.

NOTE 1:
MPS invocation using a UE with an MPS subscription is done using a predetermined method (e.g., by the Service User inclusion of an MPS-unique identifier or feature code as part of the request to establish an MPS for MMTEL voice call).

A Service User using a UE with an MPS subscription invokes MPS to request priority for an MMTEL voice call during roaming when the Service User is aware that normal voice service is degraded (e.g., the normal MMTEL voice call cannot be established due to network congestion).

The system shall support means for a Service User using a UE with an MPS subscription to:

-
initiate MPS for an MMTEL voice call, or an MPS MMTEL voice conference call when roaming within the home country and outside the home country, or

-
requests upgrade of an established MMTEL voice call, or an established MMTEL voice conference call to MPS when roaming within the home country and outside the home country.

NOTE 2:
MPS invocation using a UE with an MPS subscription is done using a predetermined method (e.g., by the Service User inclusion of an MPS-unique identifier or feature code as part of the request to establish an MPS for MMTEL voice call) that is recognized by the visited PLMN.

A Service User using a UE that does not have an MPS subscription invokes MPS to request priority for an MMTEL voice call when the Service User is aware that normal voice service is degraded (e.g., the normal MMTEL voice call cannot be established due to network congestion).

The system shall support means for a Service User using a UE that does not have a subscription for MPS to initiate MPS for an MMTEL voice call or MMTEL voice conference call. 

NOTE 3:
MPS invocation using a UE that does not have an MPS subscription is done using a predetermined method that is outside the scope of 3GPP (e.g., by the Service User use of a predetermine access number, such as a special telephone number).

A Service User who is the host of a MMTEL voice conference invokes MPS to upgrade the entire MMTEL voice conference call to obtain priority treatment for all participants on the MMTEL voice conference call when the Service User is aware that normal voice service is degraded (e.g., the normal MMTEL voice conference call cannot be established), or when an established MMTEL voice conference call becomes unacceptable (e.g., due to network congestion).
The system shall support means for a Service User to:

-
initiate MPS for all participants of an MMTEL voice conference call, or

-
request upgrade of all participants of an ongoing MMTEL voice conference call to MPS.

The system shall provide MPS for a late participant joining an MPS for MMTEL voice conference after MPS was activated for all participants.
NOTE 4:
When MPS is invoked for all participants of a MMTEL voice conference, the user priority level is based on the host MPS Service User, except in cases where an individual participant used MPS to join the conference with a higher user priority level, the higher user priority level is kept.
NOTE 5:
The invocation of MPS for all participants may be done using a customized feature of a voice conference service (available only to the host) that indicates a request for priority to the system.

END OF CHANGES
