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****************************************Change**************************************************

6.10.2.5
Potential requirements and gap analysis

	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[R-6.10.2-001]
	The FRMCS System shall provide the means to record communication and communication related information to an external system. That encompasses voice, video and data services.
	A
	22.280
	On-Network: 6.15.4-001 - 010 
Off-Network: covered by [R-7.14-001]: Only metadata are logged, no recording of transmissions of group/private communications as provided in on-network ([R-6.15.4-003]).

	[R-6.10.2-002]
	The FRMCS System shall be able to select the communication to be provided to the external system based on the following criteria:

· Communication application / use case

· FRMCS User identities

· functional identities

· location information of all involved users


	A
	22.280
	On-Network: 6.15.4-001 - 010 
Off-Network: not applicable. No selection mechanism are supported. All communication and non-communication activity metadata from an MCX UE are collected.


*************************************End of Change***********************************************

****************************************Change**************************************************

12.17.2.5
Potential requirements and gap analysis

	Reference Number
	
	Application / Transport
	SA1 spec covering
	Comments

	[R-12.17.2-001]
	FRMCS security requirements according to chapter 12.15 shall apply to On-network and Off-network communication.
	T
	
	[Needs analysis]

	[R-12.17.2-002]
	FRMCS QoS requirements (reference QoS section 12.10) shall apply to On-network and Off-network communication.
	T
	
	[Needs analysis]

	[R-12.17.2-003]
	FRMCS positioning accuracy requirements according to chapter 12.14 shall apply to On-network and Off-network communication.
	A/T
	
	[Needs analysis]

	[R-12.17.2-004]
	The FRMCS System requirements applicable for communication recording as specified in the recording and access application use cases shall apply to On-network and Off-network communication.
	A/T
	TS 22.280
	See gap analysis of sub-clause 6.10.


	[R-12.17.2-005]
	FRMCS On-network communication shall support the flexible use of different radio bearers (see Bearer Flexibility).
	A/T
	TS 22.278

TS 22.261

TS 22.280
	TS 22.280

See sub-clauses in chapter 5 and 6 

	[R-12.17.2-006]
	FRMCS Equipment shall support On-network only as well as On-and Off-network relay communication.
	T
	TS 22.278
TS 22.261

TS 22.280
	22.278 – sub-clause 7A: 

Mode 1 covered by ProSe UE-to-Network relay (single-hop relay with UE-to-Network relay UE between remote UE and gNb)
Mode 2 not covered by ProSe UE-to-UE Relay (multi-hop relays not covered)
Mode 3 not covered (multi-hop relays not covered).

22.261: UE-to-Network Relay not covered in 5GS.

22.280 [R-7.11-001]: use of off-net and on-net MCX Services simultaneously

	[R-12.17.2-007]
	FRMCS shall be able to support Off-network communication that tide over a distance between FRMCS UE’s of up to 3km.
	T
	
	[Needs analysis]

	[R-12.17.2-008]
	FRMCS Equipment shall support Off-network only as well as Off-network relay communication.
	T
	TS 22.278

TS 22.261

TS 22.280
	22.278 – sub-clause 7A: 

Mode 1 covered by ProSe UE-to-Network relay (single-hop relay with UE-to-Network relay UE between remote UE and gNb)
Mode 2 not covered by ProSe UE-to-UE Relay (multi-hop relays not covered)
Mode 3 not covered (multi-hop relays not covered).

22.261: UE-to-Network Relay not covered in 5GS.

22.280 [R-7.11-001]: use of off-net and on-net MCX Services simultaneously


*************************************End of Change***********************************************


