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Abstract:  Add existing feature analysis to QoS maintenance use case in clause 5.3.5 of TR 22.858.
1. Discussion
Per email discussion of SA1#91e, it was requested to add existing functionalities to use case of QoS maintenance from outdoor to indoor.
· Observation1
TS 22.261, clause 6.26.2.8 mentions QoS requirement between remote UE and relay UE as following:
The 5G network shall be able to provide a remote UE using 5G LAN-type service with same level of service as if the remote UE would be using a direct network connection (i.e. provide required QoS for the Ethernet packets transferred between remote UE and relay UE if they are using 3GPP access).
However, this requirement is not related to non-3GPP access but 3GPP access.

· Observation2
TS 22.261, clause 6.7.2 mentions the support of harmonised QoS framework to multiple accesses as following:

The 5G system shall be able to support a harmonised QoS and policy framework applicable to multiple accesses.

· Observation3
TS 22.261, clause 8.5 mentions different identifier association as following：
The HPLMN shall be able to associate a temporary identifier to a UE’s subscriber identity.

The above requirement doesn’t mention whether other entity (e.g., residential gateway) can also perform the identity association.
2. Proposal
Add description of the above existing functionalities to clause 5.3.5 of TR 22.858, and remove Editor’s Note.

	*** Begin of 1st Change ***


5.3.5
Existing features partly or fully covering the use case functionality
TS 22.261, clause 6.7.2 mentions the support of harmonised QoS framework to multiple accesses :"The 5G system shall be able to support a harmonised QoS and policy framework applicable to multiple accesses. " 
TS 22.261, clause 6.26.2.8 mentions QoS requirement between remote UE and relay UE: "The 5G network shall be able to provide a remote UE using 5G LAN-type service with same level of service as if the remote UE would be using a direct network connection (i.e. provide required QoS for the Ethernet packets transferred between remote UE and relay UE if they are using 3GPP access)." However, this requirement is not related to non-3GPP access but 3GPP access.
TS 22.261, clause 8.5 mentions different identifier association: "The HPLMN shall be able to associate a temporary identifier to a UE’s subscriber identity."But it doesn’t specify whether other entity (e.g., residential gateway) can also perform the identity association.

	*** End of 1st Change ***


