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Abstract: This document proposes the definition on indoor small base station in TR 22.858. 
Discussion 
During SA1#91e, the terminology for the small base station which deployed inside the residential home and behind a residential gateway had been aligned as “indoor small base station”. However, a common comment had been raised that there is no definition for “indoor small base station” in SA1. 
Based on our understandings, we summarize the most important characteristics for this kind of “indoor small base station” as below:
1. The indoor small base station provides 3GPP access for the UEs, and non-3GPP devices cannot connect to the indoor small base station.
2. For backhaul connection to the 5GC, the indoor small base station connects to the 5GC via the Residential Gateway and the Residential Gateway could connect to the 5GC via a macro base station or fixed access. 
3. The connection between the indoor small base station and the residential gateway could be wireline or wireless link. 
A figure is given to further illustrate our understandings about “indoor small base station”.
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Proposal
According to the summarised characteristics above, we propose to add a definition for indoor small base station in TR 22.858:
Indoor small base station: is a base station that provides better cellular coverage for UEs in the indoor environment. For backhaul connection to the 5GC, the indoor small base station connects to the 5GC via the residential gateway, while the residential gateway could connect to the 5GC via a macro base station or fixed access.

**************** First Changes ****************
3	Definitions
Indoor small base station: is a base station that provides better cellular coverage for UEs in the indoor environment. For backhaul connection to the 5GC, the indoor small base station connects to the 5GC via the residential gateway, while the residential gateway could connect to the 5GC via a macro base station or fixed network. 

************* End of Changes ***************
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