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Abstract: This paper proposes to update the figures in Clause 5.4,5.5 and 5.6 with correct terminologies and remove the ENs.
***** BEGIN 1st CHANGE *****
5.4
Use case on efficient routing between UE and non-3GPP device
5.4.1
Description
This use case assumes that Premises Radio Access Stations were already deployed in individual rooms behind the Evolved Residential Gateway, to provide better cellular coverage at home. This use case is to enable efficient routing for the communications between UE and non-3GPP device via the Evolved Residential Gateway.
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Figure 5.4.1-1: efficient routing between UE and non-3GPP device


***** BEGIN 2nd CHANGE *****
5.5
Use Case on efficient routing for UE-to-UE communications via residential gateway
5.5.1
Description
This use case assumes that multiple Premises Radio Access Stations were already deployed in individual rooms behind an Evolved Residential Gateway, in order to provide better coverage at home. This use case is to enable efficient routing for the communications between two UEs via the Evolved Residential Gateway. 
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Figure 5.5.1-1: efficient routing for UE-to-UE communications via residential gateway


***** BEGIN 3rd CHANGE *****
5.6
Use case on E2E QoS monitoring
5.6.1
Description
This use case assumes that multiple Premises Radio Access Stations were already deployed in individual rooms behind Evolved Residential Gateway, in order to provide better cellular coverage at home. This use case is to enable E2E QoS monitoring for the whole communication path, i.e., from/to a UE to/from the 5GC via a Premises Radio Access Station and a Premises Radio Access Station.
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Figure 5.6.1-1. E2E QoS monitoring


***** END of CHANGES *****
