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****FIRST CHANGE****
5.4.5	Existing features partly or fully covering the use case functionality
3GPP TS 22.261 [2] "The 5G system shall be able to support a UE using simultaneous indirect and direct network connection mode" indicates that a UE can transmit simultaneously however direct network mode is between a UE and the network. The use case in sub-clause 5.4.3 has no user plane traffic (i.e. movie) going to the network. 
3GPP TS 22.261 [2] sub-clause 6.3.2.1 has the following requirements:
"Based on operator policy, the 5G system shall be able to provide simultaneous data transmission via different access technologies (e.g. NR, E-UTRA, non-3GPP), to access one or more 3GPP services.
When a UE is using two or more access technologies simultaneously, the 5G system shall be able to optimally distribute user traffic over select between access technologies in use, taking into account e.g. service, traffic characteristics, radio characteristics, and UE's moving speed.
The 5G system shall be able to support data transmissions optimized for different access technologies (e.g. 3GPP, non-3GPP) for UEs that are simultaneously connected to the network via different accesses."
These requirements talk about “access technologies” which if you read 3GPP TS 22.261 [2] clause 6.3.1 identifies NR, E-UTRA and non 3GPP.  There is no reference to direct device connection in the section.
3GPP TS 22.261 [2] sub-clause 6.5.2 " Based on operator policy, application needs, or both, the 5G system shall support an efficient user plane path between UEs attached to the same network, modifying the path as needed when the UE moves during an active communication."  This requirement is regarding a UE that connects to the network and not using direct device connectivity.
3GPP TS 22.261 [2] sub-clause 6.9.2,1 contains following requirements:
"The connection between a remote UE and a relay UE shall be able to use 3GPP RAT or non-3GPP RAT and use licensed or unlicensed band.
The connection between a remote UE and a relay UE shall be able to use fixed broadband technology.
The 5G system shall be able to support a UE using simultaneous indirect and direct network connection mode.” 
These requirements do not make mention to any aggregating, switching or splitting of data across non-3GPP RAT and licensed 3GPP RAT.
3GPP TS 22.261 [2] sub-clause 6.19,1 contains selection criteria for 3GPP access network selection.  These requirements, as they for “access network” have same deficiencies as list above when analysing 3GPP TS 22.261 [2] clause 6.3.1.
3GPP TS 22.278 [5] "Subject to operator policy and user consent the EPC and a ProSe-enabled UE shall be capable of negotiating the move of a traffic flow between the EPC Path and the ProSe-assisted WLAN direct path." Indicates that a UE can move traffic between an EPC Path and ProSe WLAN direct path however the use case in sub-clause 5.4.3 has no user plane traffic (i.e. movie) going to the network
3GPP TS 22.278 [5] "Both the HPLMN and VPLMN operators shall be able to charge for ProSe-assisted WLAN direct communications. " however these requirements are written in the context of the network being involved and user plane traffic going to the network.
[bookmark: _Toc72506609][bookmark: _Toc74151700]****2nd CHANGE****
5.7.5	Existing features partly or fully covering the use case functionality
3GPP TS 22.261 [2] clause 6.9.2 contains requirements for UE communications with the 5GS using a relay and direct device communications.
3GPP TS 22.261 [2] clause 6.3 contains requirement
-	The 5G system shall support the capability to operate in licensed and/or unlicensed bands.
3GPP TS 22.101 [3] clause 26a.
3GPP TS 22.261 [2] sub-clause 6.3.2 contains requirements.  See clause 5.4.5 for an analysis of these requirements.
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