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	Reason for change:
	Unclear if PRAS connects to eRG and whether connection with eRG is assumed to be wireline or wireless, or can be both.

	
	

	Summary of change:
	Add text section 3.1 to clarify that connection between PRAS and eRG can be both wireline and wireless.

	
	

	Consequences if not approved:
	Unclarity for downstream groups regarding the basic assumptions. If wireline only, this would imply that people would always need to install some wires throughout their home to be able to deploy a PRAS, which is cumbersome and may hamper the deployment of PRASs for residential coverage.
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****FIRST CHANGE****
3.1	Definitions
[bookmark: _Toc521309617][bookmark: OLE_LINK1][bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK4][bookmark: OLE_LINK5]For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
Authorised Administrator: a user or other entity authorised to partially configure and manage a network node in a CPN (e.g. a PRAS, or eRG).
Customer Premises Network: a network located within a premises (e.g. a residence, office or shop), which is owned, installed and/or (at least partially) configured by the customer of a public network operator.
Evolved Residential Gateway: a gateway between the public operator network (fixed/mobile/cable) and a customer premises network within a residence, office or shop.
Non-3GPP device: a non-3GPP device is a device that uses non-3GPP access technology and does not have 3GPP credentials
Premises Radio Access Station: a base station installed at a customer premises network primarily for use within a residence, office or shop.
NOTE: the connection between a Premises Radio Access Station and the Evolved Residential Gateway can be wireless or wireline. More information about the connectivity models can be found in Annex A.
****END Changes****
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