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[bookmark: _Toc408371044][bookmark: _Toc435809682]Abstract: This document proposes further consolidated potential requirements for FS_PALS (TR 22.844).

Introduction
This document includes a proposal for further consolidated requirements, in addition to those already captured in TR 22.844 v 18.0.1. In particular, it addresses those consolidated requirements left FFS in S1-211483 (agreed in SA1#94-e).
Consolidation discussion
The following table shows current TR potential requirements that are not yet consolidated (FFS from S1-94e), and considerations/proposal for consolidation. 
Note: 
· The options for the potential requirements in this table are captured in the FFS requirements Section in the Annex.
· For a given potential requirement, the proposed consolidated requirement is based on the option most preferred by companies, out of the all the options provided in the Annex, as indicated during offline discussions post S1-94e. When there was not clear choice/preference, the top options were merged to provide a compromise. In few cases, discussion is still open.
The details are provided in the table.   

	Req #
	Current TR Requirement
	Proposed Consolidated Requirement
	Comments

	[PR.5.2.6-2]
	The 5G system shall be able to authorize a UE to make use of a specific local hosting network.

	



	Based on online discussions, most companies indicated that the requirement is already covered by existing requirement(s). This is Option B in the Annex.

	[PR.5.3.6-3]
	Subject to localized services agreements, the 5G network shall enable a home network operator to authorize a UE for using its home network services via a visited network for a certain period of time and/or location.
	 Same

	 Based on offline discussions, most companies preferred keeping the requirement the same. This is Option A in the Annex. 
NOTE: for terminology alignment, based on earlier S1 discussion/agreements, “visited” could be replaced by “hosting”

	[PR.5.3.6-4]
	The 5G network shall be able to configure a UE with home operator policies on what services are preferred to be used from the home network for home routed services via authorized hosting networks.
	The 5G network shall be able to indicate to the UE what services should be used from the home network when the UE connects to a hosting network.




	Based on offline discussions, most companies preferred replacing “preferred to” by “should”. This proposed consolidated text is Option G in the Annex.

	[PR.5.4.6-7]
	The 5G system shall enable a UE to be able to use hosting network provided user credentials  for authenticating the UE to make use of localized services via the hosting network with a certain time (including starting time and the duration) and location validity.

	 Same



	Based on offline discussions, most companies preferred to consolidate the current version in the TR. This is Option E in the Annex. 

	[PR.5.4.6-8]
	A UE shall be able to select and connect to authorized localized services via a hosting network based on configured user credentials.
	See options A and C (the top two proposals) in the FFS Section.
 

	Based on the offline discussions, some companies are of the opinion that the top two proposals are closely ranked and therefore, the requirement is to be discussed during the SA1 94bis-e meeting.

	PR.5.4.6-x
	The 5G network shall provide capability to allow a trusted 3rd party to provision its UE with localized service policy (e.g. QoS, network slice, service restriction such as time and location) via the hosting network or the UE’s home network
	
The 5G network shall allow a trusted 3rd party to provide UEs with localized service policy (e.g. QoS, network slice in the hosting or home network, service restriction such as time and location) via the hosting network or the UE’s home network

	Based on the offline discussions, there was no clear choice between Options A, B, C and E. Therefore, the proposed consolidated requirement is a merged version of all these options.

	PR.5.4.6-x
	The 5G network shall be able to allow a UE to automatically select a hosting network with the desired localized services which are provided via local breakout at the hosting network, based on the policy provisioned by its home network.
	

	Based on offline discussions, most companies are of the opinion that this requirement is already captured in another requirement (i.e. PR 5.12.6-2). This is Option B in the Annex.


	[PR.5.6.6-1]
	The 5G system shall support means for a hosting network to provide a 3rd party with configuration information for automatic discovery of the hosting network and available access to specific 3rd party services.
	The 5G system shall support means for a hosting network to provide a 3rd party with information for automatic discovery of the hosting network and available access to specific 3rd party services by the UEs that subscribes to the 3rd party services.


	Based on offline discussions, most companies are of the opinion that "configuration information" should be replaced by “information”. This proposed consolidated text is option C in the Annex. 

	[PR.5.6.6-2]
	The 5G system shall enable a UE to be able to use the 3rd party provided configuration to discover, select and access to a hosting network, and configuration and/or credentials to access for specific services with a certain time (starting time and duration)  and location validity.
	See options F and G (the top two proposals) in the FFS Section.


	Based on offline discussions, some companies are of the opinion that the top two proposals are closely ranked and therefore, the requirement is to be discussed during the SA1 94bis-e meeting. 

	[PR.5.6.6-3]
	The 5G system shall be able to inform a UE about available 3rd party services and hosting network the UE can use at a given point in time (starting time and duration) and location.
	

	Based on offline discussions, most companies are of the opinion that this requirement is already captured in existing requirement(s). This is Option D in the Annex.

	[PR.5.7.6-1]
	The 5G system shall support means for a UE to access via a hosting network, with no prior subscription to that hosting network or to a 3rd party provider, for the purpose of making use of specific 3rd party provider service via the hosting network.
	 The 5G system shall support means for a UE to access 3rd party provider service via a hosting network, with no prior subscription to that hosting network or to a 3rd party provider.

	Based on offline discussions, most companies prefer the revised text. This proposed consolidated text is Option B in the Annex.

	[PR.5.8.6-1]
	[bookmark: _Hlk72249614]The 5G system shall allow a network to coordinate with a hosting network to create temporary credentials for a subscriber for accessing the hosting network.
	The 5G system shall allow a network to coordinate with a hosting network to create temporary credentials for a subscriber for one time accessing the hosting network at a given point in time (starting time and duration) and location


	Based on offline discussions, most companies prefer to add that temporary credentials are for one-time access and for a given time and location. This proposed consolidated text is Option C in the Annex and similar to Option A (except for the given time and location conditions). These two options most preferred by companies.

	[bookmark: _Hlk70674286][PR.5.8.6-2]
	A UE shall be able to automatically discover a hosting network based on received network access information. If the UE is able to obtain services from two networks simultaneously, it may automatically additionally select the hosting network. If the UE cannot maintain the connection to the PLMN while selecting the hosting network, the selection shall only be done on request by the user, i.e. using manual selection.
	

	Based on offline discussions, most companies are of the opinion that this requirement is already captured in existing requirement(s). This is Option C in the Annex.

	[PR.5.8.6-3]
	The 5G system shall allow a UE to manually or automatically be disconnected from the hosting network and discard the hosting network access information and temporary credentials.
	

	Based on offline discussions, most companies are of the opinion that this requirement is already captured in existing requirement(s). This is Option D in the Annex.

	[PR.5.12.6-2]
	5G system shall be enable the home network to instruct a UE to automatically select a hosting network for accessing localized services when specified conditions (e.g. predefined time, location) are fulfilled.
	Same


	Based on offline discussions, most companies preferred keeping the requirement the same. This is Option A in the Annex.

	[PR.5.15.6-1]
	The 5G system shall support a secure means for a UE with no prior subscription to the hosting network to receive human readable information on how to gain access to the hosting network (which may PLMN or NPN).

	 See options B and C (the top two proposals) in the FFS Section.




	Based on offline discussions, some companies are of the opinion that the top two proposals are closely ranked and therefore, the requirement is to be discussed during the SA1 94bis-e meeting.

	[PR.5.15.6-2]
	The 5G system shall support a secure means to authenticate a user of a UE to a hosting network (e.g. through biometrics), including cases in which a UE has no subscription to the hosting network yet . 

	See options A and B in FFS Section


	Based on offline discussions, it was decided that it is not clear what the user authentication to the hosting network means and if the UE authentication is required or involved. Companies have requested more discussion and clarification on this requirement. Therefore, the requirement is to be discussed during the SA1 94bis-e meeting. 

	[PR.5.15.6-3]
	The 5G system shall be able to authorize the UE of a user authenticated to a hosting network to access the hosting network and its localized services on request of the service provider.

	See options A and B in FFS Section


	Based on offline discussions, it was decided that it is not clear what the user authentication to the hosting network means and if the UE authentication is required or involved. Companies have requested more discussion and clarification on this requirement. Therefore, the requirement is to be discussed during the SA1 94bis-e meeting. 

	[PR.5.15.6-4]
	The 5G system shall be able to withdraw the UE authorization based on certain conditions, such as time or location of the user.
	The 5G system shall be able to prevent a UE to re-access the hosting network after the UE terminated the localized services if the authorization for the localized services is no longer valid (e.g., can be based on certain conditions such as time or location of the user).

	 Based on offline discussions, most companies prefer to use “prevent a UE to re-access” instead of “withdraw” access. In addition, the 5G system could prevent the re-access for other reasons other then time and location.  This proposed consolidated text is Option G in the Annex.

	[PR.5.16.6-1]
	The 5G system shall be able to provide access to a hosting network only for UEs in a configurable targeted area within the coverage area in a privacy sensitive manner
	See options A and B in FFS Section


	 Based on offline discussions, some companies requested for further discussion to clarify the requirement and the possible impacts. In addition, there were considerations that this requirement may be merged with PR5.4.6-7. Therefore, the requirement is to be discussed during the SA1 94bis-e meeting. 

	[PR.5.17.6-1]
	The 5G system shall enable the home network to instruct a UE under which conditions (e.g. predefined time, location) it could select a certain hosting network based on the request from a service provider.
	See options in FFS Section

	Based on offline discussions, there were considerations that this requirement may be merged with PR5.4.6-7. Therefore, the requirement is to be discussed during the SA1 94bis-e meeting.

	[PR.5.17.6-2]
	The UE shall be able to select a hosting network or change to another hosting network, using the corresponding credentials as may be indicated, without any additional user consent as long as the delivered services, including the localized services, are unchanged.
	See options in FFS Section


	Based on offline discussions, there were considerations that this requirement may be merged with PR5.4.6-7. Therefore, the requirement is to be discussed during the SA1 94bis-e meeting. 




ANNEX: FFS/TBD Requirements
Editor Note: This section captures requirements left FFS/TBD in S1-211483 with identified options (from S1-94e, plus offline discussion). Additional options identified from offline discussion are shown with track changes.

PR.5.2.6-2
[PR.5.2.6-2 A] The 5G system shall be able to authorize a UE to make use of a specific local hosting network.
[PR.5.2.6-2 B] No requirement
[PR.5.2.6-2 C] The 5G system shall be able to authorize a UE to access a specific local hosting network (e.g. based on temporary credentials).
[PR.5.2.6-2 D] The 5G system shall be able to authorize a UE to access a specific local hosting network based on temporary credentials.
[PR.5.2.6-2 E] The 5G system shall be able to authorize a UE to temporarily access a specific local hosting network.

PR.5.3.6-3
[PR.5.3.6-3 A]: Subject to localized service agreements, the 5G network shall enable a home network operator to authorize a UE for using its home network services via a visited hosting network for a certain period of time and/or location.
[PR.5.3.6-3 B]: Subject to localized services agreements, the 5G network shall enable mechanisms to allow a home network operator to configure a UE for using its home network services via a visited network for a certain period of time and/or location.
[PR.5.3.6-3 C]: Subject to localized services agreements, the 5G network shall enable mechanisms to allow a home network operator to authorize and/configure a UE for using its home network services via a visited network for a certain period of time and/or location.
[PR.5.3.6-3 D]: Subject to localized services agreements, the 5G network shall allow a home network operator enable a UE to use its HPLMN services via a hosting network for a certain period of time and at a certain location.

PR.5.3.6-4
[PR.5.3.6-4 A]	The 5G network shall be able to indicate to the UE on what services are preferred to be used from the home network when the UE connects to a hosting network.
[PR.5.3.6-4 B] The 5G network shall be able to configure a UE with home operator policies on what services are preferred to be used from the home network when the UE connects to a hosting network.
[PR.5.3.6-4 C] The 5G network shall be able to configure a UE with home operator policies and/or user preference on what services are preferred to be used from the home network via the home route service provided by the hosting network. User preference shall take precedence over home operator policies.
[PR.5.3.6-4 D ] The 5G network shall be able to allow UE be aware of what home network services are available or preferred to be used via the home route service provided by the hosting network, based on the home operator policies. User preference shall take precedence over home operator policies on selecting the home service(s).
[PR.5.3.6-4 E]: The 5G network shall be able to configure a UE with home operator policies on what services are preferred to be used from the home network for home routed services via authorized hosting networks.
[PR.5.3.6-4 F ] The 5G system shall allow a UE to be aware of what home network services are available or preferred to be used via the home routed service provided by the hosting network, based on the home operator policies. User preference shall take precedence over home operator policies on selecting the home service(s).
[PR.5.3.6-4 G] The 5G network shall be able to indicate to the UE what services should be used from the home network when the UE connects to a hosting network.
[PR.5.3.6-4 H1] If a hosting network offers home routed service the 5G system shall enable a UE to be aware of HPLMN services available via a home routed service, the 5G system shall be able to indicate the HPLMN preference  which of the HPLMN services available should be used via the home routed service. User preference shall take precedence over HPLMN preference on selecting the home service(s).
[PR.5.3.6-4 H2] If a hosting network offers home routed service and there is a HPLMN preference which of the HPLMN services available should make use of the home routed service, the 5G system shall be able to convey this HPLMN preference to the UE. User preference shall take precedence over HPLMN preference.


PR.5.4.6-x1
[bookmark: _Hlk75066225][PR.5.4.6-x1 A]:  The 5G network shall provide capability to allow a trusted 3rd party to provision its UE with localized service policy (e.g. QoS, network slice, service restriction such as time and location) via the hosting network or the UE’s home network. 
[PR.5.4.6-x B]:  The 5G network shall provide capability to allow a trusted 3rd party to provision its UE with localized service policy (e.g. QoS, network slice in the hosting or home network, service restriction such as time and location) via the hosting network or the UE’s home network.
[PR.5.4.6-x C]:  The 5G network shall allow a trusted 3rd party to provision UEs with localized service information necessary to access the service via a hosting network or the UE’s home network.
[PR.5.4.6-x D]:  The 5G network shall allow a trusted 3rd party to provide UEs with localized service information necessary to access the service via a hosting network ,.
[PR.5.4.6-x E]:  The 5G network shall allow a trusted 3rd party to provide the communication needs of the 3rd party provided localized service (e.g. QoS, network slice, service restriction such as time and location) to the UE.

[bookmark: _Hlk75065529]
PR.5.4.6-x2
[PR.5.4.6-x2 A]:  The 5G network shall be able to allow a UE to automatically select a hosting network with the desired localized services which are provided via local breakout at the hosting network, based on the policy provisioned by its home network.
[PR.5.4.6-x B]: No requirement
[PR.5.4.6-x C]:  The 5G network shall be able to allow a UE to automatically select a hosting network based on criteria provided by the HPLMN to access localized services provided by the hosting network.


PR.5.4.6-7
[PR.5.4.6-7 A] The 5G system shall enable a UE to be able to use hosting network provided user credentials for authenticating the UE to make use of localized services via the hosting network with a certain time and location. 
[PR.5.4.6-7 B] The 5G system shall allow the home network to coordinate with a hosting network to temporarily access the hosting network.
[PR.5.4.6-7 C] No requirement
[PR.5.4.6-7 D] The 5G system shall enable hosting network to authenticate the UE with credential provided by either hosting network or coordinating with home network to temporarily use of localized services via the hosting network with restriction on certain time and location.
[PR.5.4.6-7 E]: The 5G system shall enable a UE to be able to use hosting network provided user credentials for authenticating the UE to make use of localized services via the hosting network with a certain time (including starting time and the duration) and location validity. 
[PR.5.4.6-7 F] The 5G system shall enable a UE to be able to use hosting network or home network provided user credentials for authenticating the UE to make use of localized services via the hosting network with a certain time (including starting time and the duration) and location validity. 
[PR.5.4.6-7 G] The 5G system shall enable a UE to make use of localized services, for a certain time (starting time and the duration) and a certain location. 
Note: The process deciding whether a UE is allowed to make use of localized services is outside the scope of 3GPP as it might be based on information in the scope of 3GPP e.g. identity of the UE but also outside the scope of 3GPP such as the identity of the user.

PR.5.4.6-8
[bookmark: _Hlk75081282][PR.5.4.6-8 A] A UE shall be able to select and connect to authorized localized services via a hosting network based on configured user credentials.
[PR.5.4.6-8 B] No requirement
[PR.5.4.6-8 C] The 5G system shall support secure mechanisms for a UE to select and connect to authorized localized services via a hosting network. (e.g. based on temporary credentials)
[PR.5.4.6-8 D] A UE shall be able to select and connect to authorized localized services via a hosting network based on configured temporary credentials (e.g., verifiably secure identity and other information to secure connection). 
[PR.5.4.6-8 E] The 5G system shall support mechanisms for a UE to select and connect to authorized localized services via a hosting network based on temporary credentials (e.g., verifiably secure identity and other information to secure connection).

PR.5.6.6-1
[bookmark: _Hlk75083566][PR.5.6.6-1 A] The 5G system shall support means for a hosting network to provide a 3rd party with configuration information for automatic discovery of the hosting network and available access to specific 3rd party services that can be used to configure the UEs that subscribe to the 3rd party service.
[PR.5.6.6-1 B] The 5G system shall support means to enable the UEs that subscribe to the 3rd party service to discover the hosting network and available access to specific 3rd party services.
[PR.5.6.6-1 C] The 5G system shall support means for a hosting network to provide a 3rd party with information for automatic discovery of the hosting network and available access to specific 3rd party services by the UEs that subscribes to the 3rd party service
[PR.5.6.6-1 D] The 5G system shall support means for a hosting network to provide a 3rd party with information for automatic discovery of the hosting network and available access to specific 3rd party services by the UEs that receive the 3rd party service user awareness.
[PR.5.6.6-1 E] No requirement.

PR.5.6.6-2
[bookmark: _Hlk75084356][PR.5.6.6-2 A] The 5G system shall enable a UE to be able to use the 3rd party provided information for discovery and access to a hosting network, and conditions to access localized services based on time and location of the UE.
[PR.5.6.6-2 B] The 5G system shall enable a UE to be able to use the 3rd party provided configuration for discovery and access to a hosting network, and configuration and/or credentials to access for specific services with a certain time and location validity
[PR.5.6.6-2 C] The 5G system shall enable a UE to be able to use the 3rd party provided configuration to discover, select and access to a hosting network, and configuration and/or credentials to access for specific services with a certain time (starting time and duration) and location validity. 
[PR.5.6.6-2 D] The 5G system shall enable the home network of a UE to instruct the UE discover and access to a hosting network based on the 3rd party provided information.
. 
[PR.5.6.6-2 E] The 5G system shall enable a UE to be able to use the 3rd party provided configuration and/or credentials to discover, select and access a hosting network for specific services with a certain time (starting time and duration) and location validity. 
[PR.5.6.6-2 F] The 5G system shall enable a UE to be able to receive and use the 3rd party provided configuration to discover, select and access a hosting network, and configuration and/or credentials to access specific services with a certain time (starting time and duration) and location validity,  including the consideration of  no prior subscription to hosting network and 3rd party service. 
[PR.5.6.6-2 G] No Requirement.
[PR.5.6.6-2 H] The 5G system shall allow the HPLMN to forward 3rd party provided information to the UE to allow the UE to discover and access a hosting network. 
[PR.5.6.6-2 I] The 5G system shall enable a UE to use the 3rd party provided configuration for discovery and access to a hosting network, and configuration and/or credentials for initial access to obtain specific services with a certain time and location validity (as no prior subscription to hosting network is available for the UE).
[PR.5.6.6-2 J] The 5G system shall enable a UE to use the 3rd party provided configuration for discovery and access to a hosting network, and configuration and/or credentials for initial access (e.g., onboarding to hosting network) to obtain specific services with a certain time and location validity.

PR.5.6.6-3
[PR.5.6.6-3 A] The 5G system shall be able to inform a UE about available 3rd party services and hosting networks the UE can use at a given point in time (starting time and duration) and location.
[PR.5.6.6-3 B] The 5G system shall be able to inform a UE about available 3rd party services and hosting network the UE can use based on time and location.
[PR.5.6.6-3 D] No Requirement

PR.5.7.6-1
[PR.5.7.6-1 A] The 5G system shall support means for a UE to access via a hosting network, with no prior subscription to that hosting network or to a 3rd party provider, for the purpose of making use of specific 3rd party provider service via the hosting network.
[PR.5.7.6-1 B] The 5G system shall support means for a UE to access 3rd party provider service via a hosting network, with no prior subscription to that hosting network or to a 3rd party provider.
[PR.5.7.6-1 C] No requirement.

PR.5.8.6-1
[PR.5.8.6-1 A] The 5G system shall allow a network to coordinate with a hosting network to create temporary credentials for a subscriber for accessing the hosting network.
[PR.5.8.6-1 B]     No Requirement.
[PR.5.8.6-1 C]    The 5G system shall allow a network to coordinate with a hosting network to create temporary credentials for a subscriber for one time accessing the hosting network at a given point in time (starting time and duration) and location
[PR.5.8.6-1 D] The 5G system shall allow a network to coordinate with a hosting network to use a secure mechanism for a subscriber for one time accessing the hosting network at a given point in time (starting time and duration) and location.
[PR.5.8.6-1 E] The 5G system shall allow a network to coordinate with a hosting network to create limited credentials (time, duration, location) for a subscriber for accessing the hosting network.
[PR.5.8.6-1 F] The 5G system shall be able to coordinate with hosting networks to allow UEs to access  those hosting networks in a secure manner.
[PR.5.8.6-1 G] The 5G system shall allow a network to coordinate with a hosting network to create temporary credentials (e.g., verifiably secure ID and other information to set up secure connection) for a subscriber to enable initial access (e.g., onboarding to hosting network) to the hosting network.

[bookmark: _Hlk75324859]PR.5.8.6-2
[PR.5.8.6-2 A]	A UE shall be able to automatically discover a hosting network based on received network access information. If the UE is able to obtain services from two networks simultaneously, it may additionally select the hosting network. If the UE cannot maintain the connection to the home network while selecting the hosting network, the selection shall only be done on request by the user, i.e., using manual selection, unless the UE is authorized by its home network to connect to home network services via the hosting network.

[PR.5.8.6-2 B]	A UE shall be able to automatically discover a hosting network based on received information from the home network. If the UE is able to obtain services from two networks simultaneously, it may additionally select the hosting network. If the UE cannot maintain the connection to the home network while selecting the hosting network, the selection shall only be done on request by the user, i.e., using manual selection, unless the UE is authorized by its home network to connect to home network services via the hosting network.
[PR.5.8.6-2 C] No Requirement.
[PR.5.8.6-2 D1]	A UE shall be able to automatically discover hosting networks. 
[PR.5.8.6-2 D2] If the UE can maintain connections to two networks simultaneously, it may additionally select the hosting network in addition to the connection to the PLMN. 
[PR.5.8.6-2 D3] If the UE can maintain one network connection at a time, the selection of the hosting network shall only be done on request by the user, unless the UE is allowed by its HPLMN to select the hosting network automatically e.g. if HPLMN services are available via the hosting network.

PR.5.8.6-3
[PR.5.8.6-3 A] The 5G system shall allow a UE to manually or automatically be disconnected from the hosting network and discard the hosting network access information and temporary credentials.
[PR.5.8.6-3 B] The 5G system shall allow a UE to manually or automatically disconnect from the hosting network.
[PR.5.8.6-3 C] The 5G system shall provide mechanism to manually or automatically disconnect a UE from the hosting network.
[PR.5.8.6-3 D] No requirement.





PR.5.12.6-2
[PR.5.12.6-2 A] The 5G system shall be enable the home network to instruct a UE to automatically select a hosting network for accessing localized services when specified conditions (e.g. predefined time, location) are fulfilled.
[PR.5.12.6-2 C] No requirement 

PR.5.15.6-1
[PR.5.15.6-1 A] The 5G system shall support a secure means for a UE with no prior subscription to the hosting network to receive human readable information on how to gain access to the hosting network (which may PLMN or NPN).
[PR.5.15.6-1 B] The 5G system shall support a secure means for a UE with no prior subscription to the hosting network to receive human readable information on how to gain access to the hosting network.
[PR.5.15.6-1 C] No requirement
[PR.5.15.6-1 D] The 5G system shall support a secure means for a UE with no prior subscription with the hosting network to present human readable information to the user on how to gain access to the hosting network.

PR.5.15.6-2
[PR.5.15.6-2 A] The 5G system shall support a secure means to authenticate a user of a UE to a hosting network (e.g. through biometrics), including cases in which a UE has no subscription to the hosting network yet. 
NOTE: It can be assumed that a service provider deploying a hosting network has access to respective identification information about the user, e.g. through a separate registration process outside the scope of 3GPP.
[PR.5.15.6-2  B] No requirement 

PR.5.15.6-3
[PR.5.15.6-3 A] The 5G system shall be able to authorize the UE of a user authenticated to a hosting network to access the hosting network and its localized services on request of the service provider.
[PR.5.15.6-3 B] On request of the service provider the 5G system shall be able to enable the UE to access the hosting network and its localized services.

PR.5.15.6-4
[bookmark: _Hlk75091326][PR.5.15.6-4 A] The 5G system shall be able to withdraw the authorization of the UE when the UE has disconnected from the hosting network.
[bookmark: _Hlk72142083][PR.5.15.6-4 B] The 5G system shall support preventing a UE to re-access the hosting network with the old hosting network access information and temporary credential after the UE terminates the localized service provided by the hosting network.    
[PR.5.15.6-4 C] The 5G system shall be able to prevent a UE to re-access the hosting network after the UE terminates the localized service provided by the hosting network.
[bookmark: _Hlk74980593][PR.5.15.6-4 D] The 5G system shall be able to prevent a UE to re-access the hosting network after the UE terminated the localized services if the authorization for the localized services is no longer valid.
[PR.5.15.6-4 E] The 5G system shall be able to withdraw the UE authorization based on certain conditions, such as time or location of the user.
[PR.5.15.6-4 F] Based on certain conditions such as time or location of the user, the 5G system shall be able to prevent a UE from re-accessing the hosting network after the UE terminated the localized services.
[PR.5.15.6-4 G] The 5G system shall be able to prevent a UE to re-access the hosting network after the UE terminated the localized services if the authorization for the localized services is no longer valid (e.g., can be based on certain conditions such as time or location of the user).
[PR.5.15.6-4 H] No requirement

PR.5.16.6-1
[Req 5.16.6.-1 A] The 5G system shall be able to provide access to a hosting network only for UEs in a configurable targeted area within the coverage area in a privacy sensitive manner.
NOTE 1: the targeted area may be smaller than the coverage area of a single cell.
NOTE 2: determining location information related to a UE is subject to regional and national regulatory requirements, and is subject to authorization (e.g. of home network operator of a UE) and user consent.

[Req 5.16.6.-1 B] No requirement (Combine with 5.4.6-7)

[bookmark: _Hlk75093278]PR.5.17.6-1
[bookmark: _Hlk75070081][PR.5.17.6-1 A]	The 5G system shall enable the home network to instruct a UE to select a hosting network with certain conditions (e.g. predefined time, location) based on the request from a service provider.
[PR.5.17.6-1 B]	The 5G system shall enable the home network to instruct a UE to select a hosting network based on the request from a service provider.
NOTE: The request from a service provider may contain certain conditions (e.g. predefine time, location). 

[PR.5.17.6-1 C]	No requirement.
[Req 5.17.6.-1 D] No requirement (Combine with 5.4.6-7)


PR.5.17.6-2
[PR.5.17.6-2. A] The UE shall be able to select a hosting network or change to another hosting network, using the corresponding credentials as may be indicated, without any additional user consent as long as the delivered service, including localized services, are unchanged. 
[PR.5.17.6-2. B] The UE shall be able to select a hosting network or change to another hosting network, without any additional user consent as long as the delivered services, including localized services, are unchanged.
[PR.5.17.6-2. C] No requirement.
[Req 5.17.6.-2 D] No requirement (Combine with 5.4.6-7)
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