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****START OF CHANGES****
[bookmark: _Toc521309617][bookmark: _Toc57625552][bookmark: _Toc72791837]5.21.2	Pre-conditions
Alicia purchased a promotion deal from her smartphone’s operator Wallowa to upgrade her home network with a bundle package including one eRG and one PRAS-A. When receiving both devices, Alicia installed the eRG and PRAS-A in the second floor and connected both via wireline. Alicia powered on both devices. Both devices register to the 5G network and are provisioned with configuration of operation settings and authorizations from the 5G network. Both eRG and the PRAS-A are up and running well to provide 5G coverage in Alicia’s home. 
Later, Alicia found there were still some coverage holes in the corner of the first floor so she decided to purchase one PRAS-B which is not provided by the operator and has not previously provided with credentials which thus considered as untrusted devices for the operator’s network. 
When returning home, Alicia logs on to her account on Operator Wallowa's portal to upgrade the eRG subscription for allowing connecting this PRAS-B and then add  this PRAS-B by configuring the device settings manually or via scanning QR code of the PRAS-B and associating it to the trusted 3GPP device, eRG, which it will be connected with tethering connection. Alicia may e.g. use an application on her smartphone to assist in selecting the correct eRG to connect to and/or to set up the initial connection between the PRAS and the eRG, to avoid the PRAS to connect to the neighbor’s eRG and to make it easier to perform the initial setup.
Alicia installed the PRAS-B in the first floor and connected the PRAS-B to 5G network via operator’s eRG.
****END OF CHANGES****
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