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	Reason for change:
	To resolve an Editor's Note included in the last meeting by providing additional clarification for the requirements.

	
	

	Summary of change:
	1) Generalise requirements 001 and 002 to CPN instead of PRAS / eRG
2) Re-phrased 'detects loss of connection' to 'has lost connection' in all requirements except 001

3) Clarify that 'existing' communications is allowed to continue

4) Split requirement 003 into two parts – unlicensed spectrum as a separate requirement in 002a, and licensed spectrum

5) In requirement 003, replace time period mechanism with a general mechanism to be further defined in Stage 2. The requirement was rephrased to clarify this aspect more clearly

6) Added new Note indicating that UE authorisation with 5GC is not needed for local communications within a CPN

7) Editor's Note is removed 
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5.17.6
Potential New Requirements needed to support the use case



 
[PR. 5.17.6-002a] When there is no connectivity between [CPN/eRG/PRAS?] and the 5G network 
and the PRAS is serving UEs under its coverage using unlicensed spectrum and non-3GPP control
, the PRAS shall allow existing communication using unlicensed spectrum and non-3GPP control within the CPN to continue.
[PR. 5.17.6-003] When the CPN has lost connection with the 5GC, the CPN should minimize the impact on the user experience and the ongoing connections within the CPN. 







NOTE 2:
In the requirement above, only data traffic exchange within the CPN is allowed to continue.
NOTE 3:
For local communication within a CPN, authorisation of the UE with the 5G network is not required nor is control by the 5G system.
�I wasn't able to participate in all the offline discussion, so appreciate a short explanation why this requirement is not needed


�I'm OK with this change (CPN -> eRG) as long as this is fine for others


�This requirement is about the connectivity between 5GC and CPN, what is the intent of change this to '5G network' from 5GC?


�Delete this requirement because it is not in the 3GPP scope (BBF is taking care).


�The new phrasing is missing what the 5GC/network connects to – eRG or PRAS or CPN?


This requirement is to enable local communications in the CPN to continue, but with the new phrasing, it seems to change the intent, in that 


�Not sure what is meant by non-3GPP control?


�Direct device communications is only one of the use cases, the other use case is where local communications are routed via PRAS or eRG (e.g. printing from a laptop to a printer), and this text excludes this use case






