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* * * * Begin of Changes * * * *
[bookmark: _Toc45387769][bookmark: _Toc52638814][bookmark: _Toc59116899][bookmark: _Toc61885732][bookmark: _Toc68279293]7.4.2	Requirements
[bookmark: OLE_LINK8][bookmark: OLE_LINK9]A 5G system providing service with satellite access shall be able to support GEO based satellite access with up to 285 ms end-to-end latency.
NOTE 1:	 5 ms network latency is assumed and added to satellite one-way delay.
A 5G system with satellite access shall be able to support MEO based satellite access with up to 95 ms end-to-end latency.
NOTE 2:	 5 ms network latency is assumed and added to satellite one-way delay.
A 5G system providing service with LEO based satellite access shall be able to support LEO based satellite access with up to 35 ms end-to-end latency.
NOTE 31:	 5 ms network latency is assumed and added to satellite one-way delay.
[bookmark: OLE_LINK6][bookmark: OLE_LINK7]NOTE 2: E2E latency for voice services provided by 5G system with GEO based satellite access could be relaxed to maximum of [300] ms (285ms end-to-end latency +15ms margin). This would have impact on the quality of the voice services.
A 5G system shall support negotiation on quality of service taking into account latency penalty to optimise the QoE for UE.
The 5G system with satellite access shall support high uplink data rates for 5G satellite UEs.
The 5G system with satellite access shall support high downlink data rates for 5G satellite UEs.
The 5G system with satellite access shall support communication service availabilities of at least 99,99%.
Table 7.4.2-1: Performance requirements for satellite access
	Scenario
	Experienced data rate (DL)
	Experienced data rate (UL)
	Area traffic capacity
(DL) 
(note 1)
	Area traffic capacity
(UL) 
(note 1)
	Overall user density 
	Activity factor
	UE speed
	UE type

	Pedestrian
(note 2)
	[1] Mbit/s
	[100] kbit/s
	1,5 Mbit/s/km2
	150 kbit/s/km2
	[100]/km2
	[1,5] %
	Pedestrian
	Handheld

	Public safety
	[3,5] Mbit/ss
	[3,5] Mbit/s
	TBD
	TBD
	TBD
	N/A
	100 km/h
	Handheld

	Vehicular connectivity
(note 3)
	50 Mbit/s
	25 Mbit/s
	TBD
	TBD
	TBD

	50 %
	Up to 250 km/h
	Vehicle mounted

	Airplanes connectivity
(note 4)
	360 Mbit/s/ plane
	180 Mbit/s/ plane
	TBD
	TBD
	TBD
	N/A
	Up to 1000 km/h
	Airplane mounted

	Stationary

	50 Mbit/s
	25 Mbit/s
	TBD
	TBD
	TBD
	N/A
	Stationary
	Building mounted

	Narrowband IoT connectivity
	[2] kbit/s
	[10] kbit/s
	8 kbit/s/km2
	40 kbit/s/km2
	[400]/km2
	[1] %
	[Up to 100 km/h]
	IoT

	Note 1: Area capacity is averaged over a satellite beam.
Note 2: Data rates based on Extreme long-range coverage target values in clause 6.17.2. User density based on rural area in Table 7.1-1.
Note 3: Based on Table 7.1-1
Note 4: Based on an assumption of 120 users per plane 15/7.5 Mbit/s data rate and 20 % activity factor per user
Note 5: All the values in this table are targeted values and not strict requirements. 
Note 6: Performance requirements for all the values in this table should be analyzed independently for each scenario. 
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