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	Reason for change:
	UE configured as voice-centric cannot be used in a "data-only" network that is comprised of network slices based on 5G/NR without connection to IMS. UEs now being data-centric cannot use voice in VPLMN if neither IMS voice nor CSFB is available there. Over the air control of UE's usage setting by operator is required from a standpoint of operator taking care of its subscribers.


	
	

	Summary of change:
	Addition of requirements for UE's usage setting update by HPLMN via signalling (e.g. via NAS).


	
	

	Consequences if not approved:
	Subscriber's total service experience remains unsatisfactory, which prohibits e.g. expansion of operator's business using PNI-NPN.
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---Start of the Change---
[bookmark: _Toc45387702][bookmark: _Toc52638747][bookmark: _Toc59116832][bookmark: _Toc61885651][bookmark: _Toc68279212]6.19.2	Requirements
The following set of requirements complement the requirements listed in 3GPP TS 22.011 [3], clause 3.2. 
The 5G system shall support selection among any available PLMN/RAT combinations, identified through their respective PLMN identifier and Radio Access Technology identifier, in a prioritised order. The priority order may, subject to operator policies, be provisioned in an Operator Controlled PLMN Selector lists with associated RAT identifiers, stored in the 5G UE.
The 5G system shall support, subject to operator policies, a User Controlled PLMN Selector list stored in the 5G UE, allowing the UE user to specify preferred PLMNs with associated RAT identifier in priority order.
The 5G system shall be able to allow the HPLMN operator to configure a voice capable UE via signalling (e.g. via NAS) based on the UE's subscription data and per PLMN to register, so that the UE attempts or shall not attempt registration on the PLMN if all cells identified as belonging to the PLMN do not support the corresponding voice service.
---End of the Change---
