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[bookmark: _Toc29478914][bookmark: _Toc52549737][bookmark: _Toc52550638]****************************************Change**************************************************
[bookmark: _Toc68284249]9.5.7	Service interworking with GSM-R
Editor’s note: Service interworking with GSM-R is FFS.
[bookmark: _Toc29479083][bookmark: _Toc52549906][bookmark: _Toc52550807]9.5.7.1	Description
For migration purposes, the service interworking between the GSM-R system and FRMCS system for inviting a user needs to be defined.
The following interworking use cases are needed for alerting a controller functionality: the case that there is a group call in GSM-R and a user would like to invite a controller who is in FRMCS: 
[image: ]
Figure 9.5.7.1-1. Inviting-a-user from GSM-R to FRMCS
The case that there is a group communication in FRMCS, and a user would like to invite a controller who is in GSM-R also applies:
[image: Une image contenant texte

Description générée automatiquement]
Figure 9.5.7.1-2. Inviting-a-user from FRMCS to GSM-R
The above use cases only apply if the controller system is connected to only one system. If the controller system is connected to both FRMCS and GSM-R systems, there is no need.
This use case only applies to end user devices supporting both FRMCS and GSM-R systems.
9.5.7.2 	Pre-condition
Group call in GSM-R and controller in FRMCS
A voice group call has been established in GSM-R System.
The controller in charge of the area is attached to FRMCS System only. This controller is not part of the voice group call.
Group call in FRMCS and controller in GSM-R
A voice group call has been established in FRMCS System.
The controller in charge of the area is attached to GSM-R System only. This controller is not part of the voice group call.
9.5.7.3	Service flow
Group call in GSM-R and controller in FRMCS
When there is an ongoing voice group call in GSM-R system and when a GSM-R User part of this group call is initiating an alerting-a-controller to invite a controller to join this group call, the request to join this group call shall be routed to the relevant Controller(s) attached to FRMCS System.
Group call in FRMCS and controller in GSM-R
When there is an ongoing voice group call in FRMCS system and when a FRMCS User part of this group call is initiating an Inviting-FRMCS User(s) to a voice communication to invite a controller to join this group call, the request to join this group call shall be routed to the relevant Controller(s) attached to GSM-R System.
9.5.7.4	Post-condition
Group call in GSM-R and controller in FRMCS
The relevant Controller(s) attached to FRMCS System are invited to join the ongoing voice group call in GSM-R system.
Group call in FRMCS and controller in GSM-R
The relevant Controller(s) attached to GSM-R System are invited to join the ongoing voice group call in FRMCS system.
9.5.7.5	Potential requirements
	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[9.5.7-001]
	The FRMCS System shall provide service interworking between the alerting a controller functionality in the GSM-R system and in the FRMCS System.
	A
	22.280
	Covered by [R-6.17.3.1-002] to [R-6.17.3.1-005].
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